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1.  REFER TO DEMOLITION KEYNOTES FOR SPECIFIC DEMOLITION REQUIREMENTS.  SPECIFIC DEMOLITION ITEMS ARE NOT TO BE CONSIDERED ALL INCLUSIVE OR COMPLETE IN THEMSELVES.  PERFORM ADDITIONAL DEMOLITION THAT MIGHT REFER TO DEMOLITION KEYNOTES FOR SPECIFIC DEMOLITION REQUIREMENTS.  SPECIFIC DEMOLITION ITEMS ARE NOT TO BE CONSIDERED ALL INCLUSIVE OR COMPLETE IN THEMSELVES.  PERFORM ADDITIONAL DEMOLITION THAT MIGHT REASONABLY BE REQUIRED FOR PREPARATION OF INSTALLATION OF NEW CONSTRUCTION OR SPECIFIED FINISHES.   2. PRIOR TO BIDDING, THE CONTRACTOR SHALL VISIT THE FACILITY AND THOROUGHLY FAMILIARIZE THEMSELVES WITH THE EXISTING CONDITIONS.  NO CLAIMS FOR ADDITIONAL WORK DUE TO OBSERVABLE CONDITIONS WILL BE CONSIDERED. PRIOR TO BIDDING, THE CONTRACTOR SHALL VISIT THE FACILITY AND THOROUGHLY FAMILIARIZE THEMSELVES WITH THE EXISTING CONDITIONS.  NO CLAIMS FOR ADDITIONAL WORK DUE TO OBSERVABLE CONDITIONS WILL BE CONSIDERED. 3. SCHEDULE DEMOLITION WORK WITH THE OWNER PRIOR TO START OF WORK TO MINIMIZE DISRUPTION OF SERVICES AND PROVIDE FOR THE UNINTERRUPTED FUNCTIONING OF THE FACILITY.  ANY OPERATION THAT MAY CAUSE DISTURBANCE TO SCHEDULE DEMOLITION WORK WITH THE OWNER PRIOR TO START OF WORK TO MINIMIZE DISRUPTION OF SERVICES AND PROVIDE FOR THE UNINTERRUPTED FUNCTIONING OF THE FACILITY.  ANY OPERATION THAT MAY CAUSE DISTURBANCE TO THE FACILITY SHALL BE COORDINATED WITH THE OWNERS A MINIMUM OF 72 HOURS IN ADVANCE.  SOME WORK MAY REQUIRE PERFORMANCE DURING "OFF HOURS" TO ALLOW THE OCCUPANTS FULL USE OF THE OCCUPIED AREAS. 4. TAKE CARE TO PREVENT DAMAGE TO ADJACENT OCCUPIED BUILDING SPACES.  CARRY OUT DEMOLITION WORK TO CAUSE AS LITTLE INCONVENIENCE, EXCESSIVE NOISE OR VIBRATION AS POSSIBLE SO AS NOT TO DISTURB ADJACENT TAKE CARE TO PREVENT DAMAGE TO ADJACENT OCCUPIED BUILDING SPACES.  CARRY OUT DEMOLITION WORK TO CAUSE AS LITTLE INCONVENIENCE, EXCESSIVE NOISE OR VIBRATION AS POSSIBLE SO AS NOT TO DISTURB ADJACENT OCCUPIED AREAS.  5. DEMOLITION TO BE PERFORMED IN A MANNER THAT WILL NOT DAMAGE ADJOINING SURFACES INDICATED TO REMAIN.  SURFACES TO BE PATCHED IF NECESSARY TO PROVIDE A SUITABLE SUBSTRATE FOR NEW FINISHES OR PREPPED TO AS DEMOLITION TO BE PERFORMED IN A MANNER THAT WILL NOT DAMAGE ADJOINING SURFACES INDICATED TO REMAIN.  SURFACES TO BE PATCHED IF NECESSARY TO PROVIDE A SUITABLE SUBSTRATE FOR NEW FINISHES OR PREPPED TO AS REQUIRED TO ACCOMMODATE NEW WORK.  PERFORM DEMOLITION WORK IN ACCORDANCE WITH APPLICABLE AUTHORITIES HAVING JURISDICTION.     6. PROVIDE "CUTTING AND PATCHING" INTO EXISTING CONSTRUCTION TO PROVIDE FOR THE REMOVAL, INSTALLATION OR PERFORMANCE OF OTHER WORK AND SUBSEQUENT FITTING AND PATCHING REQUIRED TO RESTORE SURFACES TO THEIR PROVIDE "CUTTING AND PATCHING" INTO EXISTING CONSTRUCTION TO PROVIDE FOR THE REMOVAL, INSTALLATION OR PERFORMANCE OF OTHER WORK AND SUBSEQUENT FITTING AND PATCHING REQUIRED TO RESTORE SURFACES TO THEIR ORIGINAL CONDITION.  ALL DISTURBED SURFACES TO BE PATCHED AND/OR PAINTED AS REQUIRED. 7. EXERCISE CARE DURING WORK TO PROTECT INTERIOR AND EXTERIOR EXISTING CONSTRUCTION TO REMAIN.  REPAIRS TO EXISTING CONSTRUCTION DUE TO DAMAGE WILL BE DONE AT NO COST TO THE OWNER.   EXERCISE CARE DURING WORK TO PROTECT INTERIOR AND EXTERIOR EXISTING CONSTRUCTION TO REMAIN.  REPAIRS TO EXISTING CONSTRUCTION DUE TO DAMAGE WILL BE DONE AT NO COST TO THE OWNER.   8. THE CONTRACTOR SHALL REPORT ANY HAZARDOUS OR TOXIC MATERIALS DISCOVERED TO THE OWNER IMMEDIATELY. THE CONTRACTOR SHALL REPORT ANY HAZARDOUS OR TOXIC MATERIALS DISCOVERED TO THE OWNER IMMEDIATELY. 9. WHERE NEW FINISHES ARE INDICATED OR NOTED ON THE DRAWINGS, CONTRACTOR SHALL MATCH THE FINISHES OF ADJACENT SURFACES.  WHERE MATCHING EXISTING FINISHES IS NOT POSSIBLE, CONTRACTOR SHALL SUBMIT SUBSTITUTE OR WHERE NEW FINISHES ARE INDICATED OR NOTED ON THE DRAWINGS, CONTRACTOR SHALL MATCH THE FINISHES OF ADJACENT SURFACES.  WHERE MATCHING EXISTING FINISHES IS NOT POSSIBLE, CONTRACTOR SHALL SUBMIT SUBSTITUTE OR EQUAL TO THE DESIGNER FOR APPROVAL. 10. WHERE OPENINGS ARE CREATED IN EXISTING CONSTRUCTION SCHEDULED TO REMAIN BY DEMOLITION WORK INDICATED HEREIN, SUCH AS REMOVAL OF EXISTING DOORS OR WINDOWS ON WALLS INDICATED TO REMAIN, NEW CONSTRUCTION OF WHERE OPENINGS ARE CREATED IN EXISTING CONSTRUCTION SCHEDULED TO REMAIN BY DEMOLITION WORK INDICATED HEREIN, SUCH AS REMOVAL OF EXISTING DOORS OR WINDOWS ON WALLS INDICATED TO REMAIN, NEW CONSTRUCTION OF SIMILAR TYPE AND THICKNESS TO MATCH ADJACENT SHALL BE USED TO FILL THOSE OPENINGS AND FINISHES INSTALLED TO MATCH EXISTING UNLESS NEW FINISHES ARE SCHEDULE FOR THOSE SURFACES. 11. WHERE EXISTING UTILITIES SUCH AS PLUMBING, ELECTRICAL, GAS, ETC. ARE AFFECTED BY DEMOLITION WORK, SUCH AS REMOVAL OF EXISTING PARTITION, THE SERVICES SHALL BE REMOVED TO A POINT WHERE THEY CAN BE CAPPED AND WHERE EXISTING UTILITIES SUCH AS PLUMBING, ELECTRICAL, GAS, ETC. ARE AFFECTED BY DEMOLITION WORK, SUCH AS REMOVAL OF EXISTING PARTITION, THE SERVICES SHALL BE REMOVED TO A POINT WHERE THEY CAN BE CAPPED AND TERMINATED UNLESS OTHERWISE SHOWN ON THE DRAWINGS OF THE SPECIFIED DISCIPLINE TO BE RECONNECTED. 12. WHERE NEW FINISHES ARE SCHEDULED FOR EXISTING OR RENOVATED SPACES, THE CONTRACTOR SHALL REMOVE EXISTING FINISHES AND PREPARE SUBSTRATES TO RECEIVE NEW FINISHES AS SCHEDULED.  PREPARATION OF SUBSTRATES WHERE NEW FINISHES ARE SCHEDULED FOR EXISTING OR RENOVATED SPACES, THE CONTRACTOR SHALL REMOVE EXISTING FINISHES AND PREPARE SUBSTRATES TO RECEIVE NEW FINISHES AS SCHEDULED.  PREPARATION OF SUBSTRATES SHALL INCLUDE, BUT NOT LIMITED TO THE FOLLOWING IF DEEMED BY THE DESIGNER: - PATCHING AND/ OR LEVELING FLOOR SLAB. - SANDING OF METAL FRAMES, ETC. 13. DURING RE-ROOFING SCOPES, CONTRACTOR SHALL PROVIDE TEMPORARY CEILINGS IN SPACES OPEN TO STRUCTURE AND THOSE WITH CRITICAL OPERATIONS SUCH AS FOOD PREP, COMPUTER LABS, ELECTRONICS, ETC. AS LISTED IN DURING RE-ROOFING SCOPES, CONTRACTOR SHALL PROVIDE TEMPORARY CEILINGS IN SPACES OPEN TO STRUCTURE AND THOSE WITH CRITICAL OPERATIONS SUCH AS FOOD PREP, COMPUTER LABS, ELECTRONICS, ETC. AS LISTED IN SPECIFICATIONS TO PROTECT SPACES FROM FALLING DEBRIS.  THE CONTRACTOR SHALL ALSO MONITOR THE INTERIOR OF THE BUILDING FOR ALL LEAKS AND POTENTIAL DAMAGE AS THE ROOF WORK PROGRESSES AND BE PREPARED TO REACT TO EMERGENCY REPAIRS AND BE EQUIPPED WITH ANTI-STATIC COVERING MATERIAL TO PROTECT OWNERS FURNITURE, FIXTURES AND EQUIPMENT IMMEDIATELY.  ANY CLEANING OR DAMAGE INCURRED FROM THE ROOF REPLACEMENT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.
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22. EXTEND ROOF CURBS, FANS AND OTHER PENETRATIONS AS REQUIRED TO EXTEND ROOF CURBS, FANS AND OTHER PENETRATIONS AS REQUIRED TO MAINTAIN A MINIMUM OF 8" FROM ROOF SURFACE TO TOP EDGE OF BASE FLASHING AFTER INSTALLATION OF TAPERED INSULATION OR AS REQUIRED BY ROOFING MANUFACTURER TO WARRANTY ROOF IN ACCORDANCE WITH SPECIFICATIONS. 23. EXTEND PIPE PENETRATIONS AS REQUIRED TO MAINTAIN A MINIMUM OF 12" EXTEND PIPE PENETRATIONS AS REQUIRED TO MAINTAIN A MINIMUM OF 12" MAX. (OR PER LOCAL CODE DEPT. REQUIREMENTS) FROM ROOF SURFACE TO TOP EDGE OF BASE FLASHING AFTER INSTALLATION OF TAPERED INSULATION OR AS REQUIRED BY ROOFING MANUFACTURER TO WARRANTY ROOF IN ACCORDANCE WITH SPECIFICATIONS.  NOTE:  ALL VENTS NEAR FRESH AIR INTAKES SHALL BE EXTEND 5'-0" ABOVE ROOF SURFACE. 24. FLASHING AND ROOFING SYSTEM DETAILS ARE GENERAL IN NATURE AND FLASHING AND ROOFING SYSTEM DETAILS ARE GENERAL IN NATURE AND DRAWN TO SHOW DESIGN INTENT.  ONCE MANUFACTURER IS SELECTED, DETAILS MAY ALTER AS REQUIRED BY MANUFACTURER TO WARRANTY ROOF IN ACCORDANCE WITH SPECIFICATIONS.  NEW DETAILS MUST BE SUBMITTED TO ARCHITECT FOR REVIEW. PRIOR TO INSTALL. 25. REFER TO MANUFACTURERS RECOMMENDATIONS FOR ALL INSIDE AND REFER TO MANUFACTURERS RECOMMENDATIONS FOR ALL INSIDE AND OUTSIDE FABRICATED ROOFING CORNER DETAILS. 26. IT IS THE INTENT OF THESE DOCUMENTS TO PROVIDE POSITIVE DRAINAGE IT IS THE INTENT OF THESE DOCUMENTS TO PROVIDE POSITIVE DRAINAGE (1/4" PER FOOT MIN. UNLESS NOTED OTHERWISE) TO INSURE NO PONDING.  DISCREPANCIES IN SLOPING SYSTEM TO BE FEATHERED OUT UTILIZING STANDARD TAPER STRIPS TO PROVIDE A UNIFORM SURFACE WITHOUT ABRUPT CHANGES IN PLANE.  ALL WATER PONDING IS MEANS FOR REJECTION.  CONTRACTOR TO FIELD VERIFY. 27. ALL EXISTING, PREVIOUSLY PAINTED ROOF ACCESSORIES, LADDERS, PIPE ALL EXISTING, PREVIOUSLY PAINTED ROOF ACCESSORIES, LADDERS, PIPE BOOTS AND ALL NEW GALVANIZED, STEEL & METAL ITEMS INSTALLED UNDER CONTRACT ARE TO BE PAINTED PER SPECIFICATIONS. 28.  EXISTING PIPE AND DUCT SUPPORTS MAY NEED TO BE RECONFIGURED OR EXISTING PIPE AND DUCT SUPPORTS MAY NEED TO BE RECONFIGURED OR ADJUSTED DEPENDING ON DEPTH OF NEW AND TAPERED INSULATION IN RELATION TO THE EQUIPMENT LOCATION.  PROVIDE NEW SUPPORTS WHERE ADDITIONAL SUPPORT IS NEEDED, EXISTING SUPPORTS WILL NOT WORK OR EXISTING SUPPORTS WILL INTERFERE WITH THE INTEGRITY OF THE NEW ROOF SYSTEM. 29.  CONTRACTOR SHALL VERIFY THE SIZE OF ALL NEW PIPES AND DRAINS WITH EXISTING.
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1. ALL GENERAL NOTES APPLY TO THE SCOPE OF THIS TOTAL PROJECT, ALL GENERAL NOTES APPLY TO THE SCOPE OF THIS TOTAL PROJECT, REGARDLESS OF WHETHER OR NOT THEY ARE KEYED ON EVERY SHEET TO A SPECIFIC DETAIL. 2. EACH TRADE SHALL VERIFY ALL REQUIREMENTS PERTAINING TO WORK EACH TRADE SHALL VERIFY ALL REQUIREMENTS PERTAINING TO WORK PERFORMED IN THE PROJECT AND ANY REQUIRED PERMITS.  ALL SUBCONTRACTORS SHALL DIRECT QUESTIONS, CHANGES OR REQUESTS THROUGH THE GENERAL CONTRACTOR.  THE GENERAL CONTRACTOR SHALL SUBMIT ALL REQUESTS, CHANGES OR QUESTIONS TO THE ARCHITECT IN WRITING. 3. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO REVIEW THE IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO REVIEW THE JOB SITE PRIOR TO BEGINNING CONSTRUCTION AND INFORM THE ARCHITECT OF ANY DISCREPANCIES, CONFLICTS, ETC. 4. THE ROOF PLANS ARE DRAWN TO SCALE AS INDICATED ON OWNER'S THE ROOF PLANS ARE DRAWN TO SCALE AS INDICATED ON OWNER'S ORIGINAL CONSTRUCTION DOCUMENTS.  PLANS INDICATE GENERALLY THE NUMBER, SIZE, THICKNESS, DEPTH, MAKE-UP, DETAIL AND LOCATION OF THE CURRENT ROOF CONDITIONS.  IF MORE ACCURACY IS REQUIRED BY A CONTRACTOR, IT IS THEIR RESPONSIBILITY TO VISIT THE SITE, TAKE MEASUREMENTS, OR CORE SAMPLES IN THE FIELD AND VERIFY ITEMS RELEVANT TO THE PROJECT SCOPE. 5. ANY ARCHITECTURAL WORK REQUIRED TO BE PROVIDED IN THE SCOPE OF ANY ARCHITECTURAL WORK REQUIRED TO BE PROVIDED IN THE SCOPE OF WORK GRAPHICALLY INDICATED BY THESE DRAWINGS IS A PART OF THE SCOPE OF THE CONSTRUCTION CONTRACT.  IN THE EVENT ANY WORK IS INDICATED GRAPHICALLY AND NOT NOTED, THE WORK WILL BE EXPECTED TO BE PERFORMED AS PART OF THE CONSTRUCTION CONTRACT. 6. ALL DIMENSIONS ARE TO FACE OF FINISH MATERIAL OF NEW & EXISTING ALL DIMENSIONS ARE TO FACE OF FINISH MATERIAL OF NEW & EXISTING CONSTRUCTION UNLESS NOTED OTHERWISE. 7. DO NOT SCALE DRAWINGS.  USE GIVEN DIMENSIONS ONLY.  IF NOT SHOWN, DO NOT SCALE DRAWINGS.  USE GIVEN DIMENSIONS ONLY.  IF NOT SHOWN, VERIFY CORRECT DIMENSION WITH THE ARCHITECT.  CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE. 8. THIS DOCUMENT IS PROVIDED FOR BASIC CONSTRUCTION  PURPOSES ONLY.  THIS DOCUMENT IS PROVIDED FOR BASIC CONSTRUCTION  PURPOSES ONLY.  THE ARCHITECT DOES NOT WARRANT ANY MATERIAL, EQUIPMENT, HARDWARE, ETC. WHETHER IMPLIED OR EXPLICITLY CALLED OUT ON DRAWINGS.
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   CLASSES ARE TYPICALLY BETWEEN THE HOURS OF: CLASSES ARE TYPICALLY BETWEEN THE HOURS OF: 7:00am AND 3:00pm M-F    THERE ARE BEFORE AND AFTER CARE HOURS: THERE ARE BEFORE AND AFTER CARE HOURS: TO BE DETERMINED   CLASSES ARE CLOSED FOR HOLIDAYS AND SEMESTER BREAKS: CLASSES ARE CLOSED FOR HOLIDAYS AND SEMESTER BREAKS: ACCESS TO CURRENT AND FUTURE SEMESTER CALENDARS CAN BE  REQUESTED AT THE PRE-BID  IF ACCESS IS NEEDED TO CAMPUS DURING CLOSED HOURS, MAKE ARRANGEMENTS THROUGH THE MAIN OFFICE.  GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR THE OVERTIME PAYMENT TO THE BUILDING / PLANT ENGINEER FOR ANY OVERTIME WORK REQUIRING ACCESS OF THE BUILDING FOR AFTER HOURS, WEEKEND OR HOLIDAY WORK. 16. TEAR OFF EXISTING ROOF COMPLETELY AND IN ITS ENTIRETY (ALL LAYERS TEAR OFF EXISTING ROOF COMPLETELY AND IN ITS ENTIRETY (ALL LAYERS IDENTIFIED OR DISCOVERED) DOWN TO EXISTING STRUCTURAL DECK SO THAT FULL INSPECTION CAN BE MADE.  ALL EDGE METAL AND FABRICATIONS ARE TO BE REMOVED AND REPLACED. 17. ROOF CORES WERE COMPLETED PRIOR TO DESIGN.  THE OBSERVED ROOF CORES WERE COMPLETED PRIOR TO DESIGN.  THE OBSERVED FINDINGS ARE LISTED ON THE DRAWINGS AS EXISTING CONDITIONS.  HOWEVER, IF ANY AREAS DIFFER IN MATERIALS, LAYERS, THICKNESS, DEPTH, QUANTITY OR OVERALL MAKE-UP, IT IS STILL THE RESPONSIBILITY OF THE CONTRACTOR TO REMOVE ALL MATERIALS DOWN TO THE DECK.  CONTRACTOR IS WELCOME TO MAKE ADDITIONAL CORES.  ARRANGEMENTS MUST BE COORDINATED WITH SCS CONSTRUCTION DEPARTMENT. 18. CONTRACTOR TO CONDUCT INSPECTIONS OF ALL EXISTING ROOF DECKING CONTRACTOR TO CONDUCT INSPECTIONS OF ALL EXISTING ROOF DECKING AFTER TEAR-OFF, PRIOR TO NEW INSTALL.  NOTIFY THE ARCHITECT IF ANY STRUCTURALLY DAMAGED, DECAYED OR DETERIORATED DECKING IS FOUND. 19. CONTRACTOR SHALL FIELD VERIFY ALL PARAPET HEIGHTS, WIDTHS, CONTRACTOR SHALL FIELD VERIFY ALL PARAPET HEIGHTS, WIDTHS, MATERIALS AND CONSTRUCTION ASSEMBLIES AFTER TEAR OFF AND REPORT ANY DISCREPANCIES FROM DOCUMENTS TO THE ARCHITECT. 20. CONTRACTOR WILL BE RESPONSIBLE FOR IDENTIFYING ANY ABANDONED CONTRACTOR WILL BE RESPONSIBLE FOR IDENTIFYING ANY ABANDONED EQUIPMENT, SUPPORTS, PIPING, ETC. NOT ALREADY NOTED IN DOCUMENTS AND REPORT FINDINGS TO THE ARCHITECT AND OWNER FOR APPROVAL OF REMOVAL/REPAIR OF SAID EQUIPMENT. 21. EXCEPT WHERE NOTED OTHERWISE, INSTALL A NEW ROOFING SYSTEM AS EXCEPT WHERE NOTED OTHERWISE, INSTALL A NEW ROOFING SYSTEM AS INDICATED IN SCOPING REQUIREMENTS.
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9. ALL PERMITS (OCCUPANCY, ELECTRICAL, PLUMBING AND ALL OTHERS) ALL PERMITS (OCCUPANCY, ELECTRICAL, PLUMBING AND ALL OTHERS) REQUIRED BY STATE AND LOCAL CODES, EXCEPT THOSE ACQUIRED BY SUBCONTRACTORS, ARE TO BE SECURED BY THE GENERAL CONTRACTOR WITH COPIES TO OWNER AND ARCHITECT WITHOUT EXTRA CHARGE.  ALL PERMITS ACQUIRED BY SUBCONTRACTORS SHALL BE SUBMITTED TO THE GENERAL CONTRACTOR FOR RECORD. 10. IF ANTICIPATED MECHANICAL, PLUMBING, ELECTRICAL, STRUCTURAL IF ANTICIPATED MECHANICAL, PLUMBING, ELECTRICAL, STRUCTURAL ELEMENTS, OR ANY OTHER CONDITIONS ARE ENCOUNTERED WHICH MIGHT CONFLICT WITH THE INTENDED DESIGN, CONTACT ARCHITECT IMMEDIATELY FOR CLARIFICATION. 11. IF PROVIDED, THE STRUCTURAL, MECHANICAL, AND ELECTRICAL DRAWINGS IF PROVIDED, THE STRUCTURAL, MECHANICAL, AND ELECTRICAL DRAWINGS ARE SUPPLEMENTARY TO THE ARCHITECTURAL DRAWINGS.  SHOULD THERE BE A DISCREPANCY BETWEEN THE ARCHITECTURAL DRAWINGS AND THE ENGINEERING DRAWINGS, SUCH  DISCREPANCY IS TO BE BROUGHT TO THE ATTENTION OF THE ARCHITECT PRIOR TO INSTALLATION OF SAID WORK.  ANY WORK INSTALLED IN CONFLICT WITH THE ARCHITECTURAL DRAWINGS SHALL BE CORRECTED BY THE CONTRACTOR AT HIS OWN EXPENSE, AND AT NO EXPENSE TO THE OWNER OR THE ARCHITECT. 12. CONTRACTOR TO VERIFY ALL CLEARANCES AS WELL AS ELECTRICAL AND CONTRACTOR TO VERIFY ALL CLEARANCES AS WELL AS ELECTRICAL AND PLUMBING REQUIREMENTS OF ALL OWNER FURNISHED, OWNER INSTALLED EQUIPMENT. 13. GENERAL CONTRACTOR TO PROVIDE WOOD BLOCKING (FIRE RETARDANT GENERAL CONTRACTOR TO PROVIDE WOOD BLOCKING (FIRE RETARDANT WHERE REQUIRED BY CODE) AS REQUIRED TO ENSURE FLUSH, STRAIGHT, WELL-SECURED CONDITIONS.  IN ADDITION, COORDINATE WITH O.F.O.I SUPPLIERS FOR ADDITIONAL BLOCKING LOCATIONS. 14. THE GENERAL CONTRACTOR SHALL ENSURE THAT ALL CONSTRUCTION THE GENERAL CONTRACTOR SHALL ENSURE THAT ALL CONSTRUCTION QUALITY MEETS OR EXCEEDS APPLICABLE CODES AND STANDARD PRACTICES, INCLUDING ALL FEDERAL, STATE, LOCAL BUILDING AND HANDICAP REQUIREMENTS AND REGULATIONS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY VIOLATION OF THE SAME AND SHALL MAKE ALL WORK ACCEPTABLE TO THE PUBLIC DEPARTMENT INVOLVED.  15. ALL CORE DRILLS, ROOF PENETRATIONS, X-RAY WORK AND OTHER ALL CORE DRILLS, ROOF PENETRATIONS, X-RAY WORK AND OTHER CONSTRUCTION TASKS PERFORMED AT HIGH NOISE VOLUME SHALL BE COORDINATED WITH BUILDING MANAGEMENT FOR APPROPRIATE COMPLETION TIMES.  HOURS AND TIMES SUBJECT TO CHANGE, PLEASE VERIFY WITH OWNER OR BUILDING ENGINEER.
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CORE #21 - BLDG 5A - DRAIN   - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2" polyiso  2" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 3.75" 3.75" CORE #22 - BLDG 5A - HIGH  - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2" polyiso  2" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 3.75" 3.75" CORE #23 - BLDG 5A - MID  - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2" polyiso  2" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 3.75"  3.75"  CORE #24 - BLDG 5B - HIGH - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2" polyiso  2" polyiso  - metal deck (slope) metal deck (slope) TOTAL:  3.75" 3.75" 
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CORE #34 - BLDG 9B - HIGH - EPDM   EPDM   - 3" polyiso 3" polyiso - concrete planks (slope) concrete planks (slope) TOTAL:  3" 3" CORE #35 - BLDG 9B - LOW   - EPDM   EPDM   - 3" polyiso 3" polyiso - concrete planks (slope) concrete planks (slope) TOTAL: 3.0" 3.0" CORE #36 - BLDG 9A - RIDGE  - EPDM w/ ballast EPDM w/ ballast - 3" polyiso  3" polyiso  - .5 gypsum .5 gypsum - metal deck (slope)  metal deck (slope)  *acoustical TOTAL: 3.5" 3.5" CORE #37 - BLDG 9A - LOW  - EPDM w/ ballast EPDM w/ ballast - 1" perlite 1" perlite - 1" polyiso  1" polyiso  - .5 gypsum .5 gypsum - metal deck (slope)  metal deck (slope)  *seems patched TOTAL: 3.0"  3.0"  CORE #38 - BLDG 9A - LOW - EPDM w/ ballast EPDM w/ ballast - 3" polyiso  3" polyiso  - .5 gypsum .5 gypsum - metal deck (slope) metal deck (slope) TOTAL:  3.5" 3.5" 
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CORE #51 - BLDG 8D - LOW  - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 3" polyiso  3" polyiso  -  base sheet base sheet - .5" gypsum .5" gypsum - metal deck (slope) metal deck (slope) TOTAL: 5.0" 5.0" CORE #52 - BLDG 8F - HIGH  - Modified Bit Roofing Modified Bit Roofing - .5" perlite .5" perlite - 3" polyiso  3" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 4.0"  4.0"  CORE #53 - BLDG 8F - LOW - Modified Bit Roofing Modified Bit Roofing - .5" perlite .5" perlite - 3" polyiso  3" polyiso  - metal deck (slope) metal deck (slope) TOTAL:  4.0" 4.0" CORE #54 - BLDG 8C - HIGH - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 3" polyiso 3" polyiso - base sheet base sheet - .5" gypsum  .5" gypsum  - metal deck (slope) metal deck (slope) TOTAL:  5.0" 5.0" CORE #55 - BLDG 8C - LOW - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 3" polyiso 3" polyiso - base sheet base sheet - .5" gypsum  .5" gypsum  - metal deck (slope) metal deck (slope) TOTAL:  5.0" 5.0" CORE #56 - BLDG 3D - LOW - Modified Bit Roofing Modified Bit Roofing - .75" perlite .75" perlite - 1.5" polyiso 1.5" polyiso - built-up roof built-up roof - vapor barrier vapor barrier - conc composite deck (slope) conc composite deck (slope) TOTAL:  3.0" 3.0" CORE #57 - BLDG 3D - HIGH - Modified Bit Roofing Modified Bit Roofing - .75" perlite .75" perlite - 1.5" polyiso 1.5" polyiso - built-up roof built-up roof - vapor barrier vapor barrier - conc composite deck (slope) conc composite deck (slope) TOTAL:  3.0" 3.0" 

AutoCAD SHX Text
CORE #58 - BLDG 3E - HIGH - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2.5" polyiso 2.5" polyiso - built-up roof built-up roof - .75" gypsum .75" gypsum - metal deck (slope) metal deck (slope) TOTAL:  5.0" 5.0" CORE #59 - BLDG 3E - LOW - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2.5" polyiso 2.5" polyiso - built-up roof built-up roof - .75" gypsum .75" gypsum - metal deck (slope) metal deck (slope) TOTAL:  5.0" 5.0" CORE #60 - BLDG 3E - MID - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 2.5" polyiso 2.5" polyiso - built-up roof built-up roof - .75" gypsum .75" gypsum - metal deck (slope) metal deck (slope) TOTAL:  5.0" 5.0" CORE #61 - BLDG 3E - ELEV - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 1" polyiso 1" polyiso - built-up roof built-up roof - 2.5" polyiso 2.5" polyiso - .75" gypsum .75" gypsum - metal deck (slope) metal deck (slope) TOTAL:  6.5" 6.5" CORE #62/63 - BLDG 8A side - HI/LOW - Modified Bit Roofing Modified Bit Roofing - 2" polyiso 2" polyiso - 1" perlite 1" perlite - 2" polyiso 2" polyiso - metal deck (slope) metal deck (slope) TOTAL:  6" 6" CORE #64/65 - BLDG 10 - HI/LOW - EPDM w/ ballast EPDM w/ ballast - 3" polyiso 3" polyiso - metal deck (slope) metal deck (slope) TOTAL:  3" 3" CORE #66/67 - BLDG 8D - LOW/HI - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 3" polyiso 3" polyiso - .5" gypsum .5" gypsum - metal deck (slope) metal deck (slope) TOTAL:  4.5" 4.5" CORE #68/69 - BLDG 8D - HI/LOW - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 3" polyiso 3" polyiso - .5" gypsum .5" gypsum - metal deck (slope) metal deck (slope) TOTAL:  4.5" 4.5" 

AutoCAD SHX Text
CORE #44 - BLDG 8B - HIGH  - Modified Bit Roofing Modified Bit Roofing - .5" perlite  .5" perlite  - 2" polyiso  2" polyiso  - base sheet base sheet - .5" gypsum .5" gypsum - metal deck (slope) metal deck (slope) TOTAL: 5.0" 5.0" CORE #45 - BLDG 8B - DRAIN  - Modified Bit Roofing Modified Bit Roofing - .5" perlite  .5" perlite  - 2" polyiso  2" polyiso  - base sheet base sheet - .5" gypsum .5" gypsum - metal deck (slope)) metal deck (slope)) TOTAL: 5.0"  5.0"  CORE #46 - BLDG 8A wing - LOW - Modified Bit Roofing Modified Bit Roofing - .5" perlite  .5" perlite  - base sheet base sheet - .5" gypsum .5" gypsum - tectum deck (slope) tectum deck (slope) TOTAL:  2.0" 2.0" CORE #47 - BLDG 8A wing - MID   - Modified Bit Roofing Modified Bit Roofing - .5" perlite  .5" perlite  - base sheet base sheet - .5" gypsum .5" gypsum - tectum deck (slope) tectum deck (slope) TOTAL:  2.0" 2.0" CORE #48 - BLDG 8A - HIGH - Modified Bit Roofing Modified Bit Roofing - 1" perlite  1" perlite  - base sheet base sheet - tectum deck (slope) tectum deck (slope) TOTAL:  1.5" 1.5" CORE #49 - BLDG 8D - old RIDGE - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 3" polyios  3" polyios  - base sheet base sheet - .5" gypsum .5" gypsum - metal deck (slope) metal deck (slope) TOTAL:  5.5" 5.5" CORE #50 - BLDG 8D - infill HIGH - Modified Bit Roofing Modified Bit Roofing - 1" perlite 1" perlite - 1" polyiso (infill) 1" polyiso (infill) - old Mod Bit roof layer old Mod Bit roof layer - 3" polyios  3" polyios  - base sheet base sheet - .5" gypsum .5" gypsum - metal deck (slope) metal deck (slope) TOTAL:  7.0" 7.0" 
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CORE #26 - BLDG 4D - HIGH   - EPDM w/ ballast EPDM w/ ballast - 3" polyiso  3" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 3.0" 3.0" CORE #27 - BLDG 4D - LOW  - EPDM w/ ballast EPDM w/ ballast - 3" polyiso  3" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 3.0" 3.0" CORE #28 - BLDG 4A - HIGH  - EPDM w/ ballast EPDM w/ ballast - 3" polyiso  3" polyiso  - metal deck (slope) metal deck (slope) TOTAL: 3.0"  3.0"  CORE #29 - BLDG 4A - LOW - EPDM w/ ballast EPDM w/ ballast - 3" polyiso  3" polyiso  - metal deck (slope) metal deck (slope) TOTAL:  3.0" 3.0" CORE #30 - BLDG 4C - HIGH - EPDM  EPDM  - (2) 1.5" polyiso  (2) 1.5" polyiso  - metal deck (slope) metal deck (slope) TOTAL:  3.0" 3.0" CORE #31 - BLDG 4C - DRAIN - EPDM  EPDM  - (2) 1.5" polyiso  (2) 1.5" polyiso  - metal deck (slope) metal deck (slope) TOTAL:  3.0" 3.0" CORE #XX - BLDG 4B - HIGH - NO READING NO READING - wood deck wood deck TOTAL:  XX" XX" CORE #32 - BLDG 4B - MID - EPDM  EPDM  - 1.5" polyiso  1.5" polyiso  - 2" polyiso 2" polyiso - 2.5" polyiso 2.5" polyiso - metal deck (flat) metal deck (flat) TOTAL:  6-7" 6-7" CORE #33 - BLDG 4B - LOW - EPDM  EPDM  - 1.5" polyiso  1.5" polyiso  - 2.5" polyiso 2.5" polyiso - metal deck (flat) metal deck (flat) TOTAL:  4" 4" 
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GENERAL DEMOLITION NOTES 1. REMOVE ALL DEBRIS, SCRAP METAL, TRASH, AND SPONTANEOUS VEGETATION.  IF ANY LOOSE OR UNCONNECTED REMOVE ALL DEBRIS, SCRAP METAL, TRASH, AND SPONTANEOUS VEGETATION.  IF ANY LOOSE OR UNCONNECTED EQUIPMENT IS FOUND, VERIFY WITH MSCS FOR DIRECTION ON RECONNECTION OR DISPOSAL.   2. REATTACH EXISTING PERIMETER 2x EDGE WOOD BLOCKING PER ANSI/SPRI ES-1.  IF ROTTEN OR DETERIORATED 2x REATTACH EXISTING PERIMETER 2x EDGE WOOD BLOCKING PER ANSI/SPRI ES-1.  IF ROTTEN OR DETERIORATED 2x PER ANSI/SPRI ES-1.  IF ROTTEN OR DETERIORATED 2x   IF ROTTEN OR DETERIORATED 2x IF ROTTEN OR DETERIORATED 2x WOOD BLOCKING IS FOUND, REMOVE AND REPLACE WITH NEW FIRE-RETARDANT-TREATED 2x WOOD BLOCKING (2021 IBC - 602.3 & 603).  USE APPROVED FASTENERS PER 2021 IBC - 2304.10.6.3.  NO PLYWOOD CAPS ALLOWED.  IF USE APPROVED FASTENERS PER 2021 IBC - 2304.10.6.3.  NO PLYWOOD CAPS ALLOWED.  IF NO PLYWOOD CAPS ALLOWED.  IF .  IF FOUND, REMOVE AND REPLACE WITH 2x AS LISTED ABOVE. 3. REMOVE ALL TERMINATION BARS, FLASHING, COUNTER FLASHING, GRAVEL GUARDS AND ANY OTHER MISC. METALS.  REMOVE ALL TERMINATION BARS, FLASHING, COUNTER FLASHING, GRAVEL GUARDS AND ANY OTHER MISC. METALS.  PREP ROOF AND WALLS TO RECEIVE NEW MATERIALS PER SPECS. 4. TEAR-OFF ALL EXISTING ROOFING LAYERS COMPLETELY AND IN ITS ENTIRETY DOWN TO EXISTING DECK.  INSPECT TEAR-OFF ALL EXISTING ROOFING LAYERS COMPLETELY AND IN ITS ENTIRETY DOWN TO EXISTING DECK.  INSPECT ROOF DECK AND ASSOCIATED SUBSTRATES.  REMOVE AND REPLACE ALL DAMAGED DECKING PER UNIT COST PRICING. PREP FOR NEW INSULATION AND ROOFING SYSTEM PER SPECS.   5. ELIMINATE ALL EXISTING PITCH POCKETS AND REWORK ITEMS INTO APPROVED PIPE PENETRATIONS OR LINE SET ROOF ELIMINATE ALL EXISTING PITCH POCKETS AND REWORK ITEMS INTO APPROVED PIPE PENETRATIONS OR LINE SET ROOF BOXES - REF. DETAILS. 6. EXISTING INTERIOR ROOF DRAINS TO REMAIN WHERE LOCATED.  CONTRACTOR SHALL ENSURE EXISTING DRAINS ARE EXISTING INTERIOR ROOF DRAINS TO REMAIN WHERE LOCATED.  CONTRACTOR SHALL ENSURE EXISTING DRAINS ARE CLEANED THOROUGHLY OF ALL DEBRIS, OPEN AND FLOWING FOR FIRST 100 FEET.  AFTER LINES ARE CLEARED, PREP FOR NEW RETRO DRAINS.  HAVE LINES NUMBERED AND CAMERED TO ENSURE OPENNESS.  7. WHERE EXISTING EQUIPMENT IS TO BE REMOVED, INSTALL NEW DECKING TO MATCH ADJACENT OVER OPENINGS. WHERE EXISTING EQUIPMENT IS TO BE REMOVED, INSTALL NEW DECKING TO MATCH ADJACENT OVER OPENINGS. 8. REMOVE ALL EXISTING EDGE METAL, COPING, GUTTERS, COLLECTOR HEADS, DOWNSPOUTS AND PREP FOR NEW.  REMOVE ALL EXISTING EDGE METAL, COPING, GUTTERS, COLLECTOR HEADS, DOWNSPOUTS AND PREP FOR NEW.  CONTRACTOR SHALL ENSURE EXISTING BOOTS AND STORM DRAINS ARE CLEANED THOROUGHLY OF ALL DEBRIS, OPEN AND FLOWING FOR FIRST 100 FEET.  HAVE LINES NUMBERED AND CAMERED TO ENSURE OPENNESS. 9. RAISE ALL EXISTING ROOF TOP EQUIPMENT, ELECTRIC BOXES AND CURBS TO ALLOW FOR 8" MIN. FLASHING. RAISE ALL EXISTING ROOF TOP EQUIPMENT, ELECTRIC BOXES AND CURBS TO ALLOW FOR 8" MIN. FLASHING. 10. RAISE ALL GAS LINES AND ELECTRICAL CONDUIT AS NEED TO ALLOW FOR NEW INSULATION HEIGHTS. 11. EXTEND ALL EXISTING "VENTS PIPES" TO 12" MIN. ABOVE ROOF AND 5 FT. MIN. ABOVE EXHAUST FANS TO MEET LOCAL EXTEND ALL EXISTING "VENTS PIPES" TO 12" MIN. ABOVE ROOF AND 5 FT. MIN. ABOVE EXHAUST FANS TO MEET LOCAL CODE ORDINANCE 903.1. 12. CONTRACTOR SHALL REPAIR / REPLACE ANY AND ALL SUBSTRATES NOTED TO REMAIN IF DAMAGED DURING DEMOLITION.  PROPER DOCUMENTATION OF EXISTING CONDITIONS PRIOR TO DEMOLITION WOULD BE ADVISED. 13. REMOVE AND REPLACE ALL EXISTING CONCRETE SPLASH BLOCKS.  BUILD-UP GROUNDS BENEATH WHERE APPLICABLE REMOVE AND REPLACE ALL EXISTING CONCRETE SPLASH BLOCKS.  BUILD-UP GROUNDS BENEATH WHERE APPLICABLE FOR POSITIVE DRAINAGE AWAY FROM BUILDING. 14. CLEAN AND WASH DOWN EXTERIOR WALLS AFTER EXISTING DOWNSPOUTS REMOVED. CLEAN AND WASH DOWN EXTERIOR WALLS AFTER EXISTING DOWNSPOUTS REMOVED. 15. REMOVE ALL MASONRY WALL EXPANSION JOINT MATERIAL ABOVE ROOF LINES.  REPLACE WITH CLOSED CELL BACKER REMOVE ALL MASONRY WALL EXPANSION JOINT MATERIAL ABOVE ROOF LINES.  REPLACE WITH CLOSED CELL BACKER ROD AND DOW 795 SEALANT. 16. REMOVE OR CAP-OFF ALL ABANDONED WIRING, CONDUIT, JUNCTION BOXES, ETC. BELOW ROOF - REVIEW WITH MSCS. REMOVE OR CAP-OFF ALL ABANDONED WIRING, CONDUIT, JUNCTION BOXES, ETC. BELOW ROOF - REVIEW WITH MSCS. 17. CONTRACTOR TO WALK ROOFS WITH MSCS MP&E TEAM LEADS AND CAMPUS FACILITIES PERSONNEL PRIOR TO START CONTRACTOR TO WALK ROOFS WITH MSCS MP&E TEAM LEADS AND CAMPUS FACILITIES PERSONNEL PRIOR TO START OF WORK TO VERIFY ALL ITEMS TO BE REMOVED OR CAPPED.   18. REFER TO DRAWINGS FOR OTHER DEMO NOTES.REFER TO DRAWINGS FOR OTHER DEMO NOTES.
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DEMO EXISTING 30x36 ROOF HATCH AND PREP FOR NEW ROOF HATCH.  NOTE "1A" WILL BE A 36x48 HATCH DEMO EXISTING PARAPET WALL ABOVE ROOF TO COORDINATE WITH NEW INSULATION HEIGHTS EXTEND TO BUILDING CONTROL JOINT. DEMO EXISTING GUTTER AND DOWNSPOUT AND PREP FOR NEW GUTTER AND DOWNSPOUT SYSTEM. DEMO EXISTING COLLECTOR HEAD AND DOWNSPOUT PREP FOR NEW COLLECTOR HEAD AND DOWNSPOUT SYSTEM. DEMO EXISTING INTERIOR ROOF DRAIN OVER FLOW DRAIN WHERE APPLICABLE AND PREP FOR NEW RETRO-DRAIN. DEMO OR INFILL EXISTING INTERNAL ROOF GUTTERS WITH INSULATION.  REFER TO DETAILS. REMOVE EXISTING ROOF TURBINE VENTS.  REMOVE EXISTING ABANDONED PITCH POCKETS WHERE NO EQUIPMENT EXISTS. REMOVE ALL ABANDONED AND USED STEEL PIPE SUPPORTS - EXCEPT ONE AT GAS MAINS.  RESUPPORT WITH NEW PIPE SUPPORTS. REMOVE ALL ROCK BALLAST AND PAVERS FROM ROOF SURFACE.
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DEMO ABANDONED MECHANICAL EQUIPMENT,  CAP LINES AND INFILL ALL OPENINGS - VERIFY WITH MSCS PRIOR TO REMOVAL. DEMO / CAP EXIST. ANTENNAS, SATELLITES,  ELECTRICAL, DATA AND SECURITY CABLING, ETC. - VERIFY WITH MSCS PRIOR TO REMOVAL. COORDINATE THE REMOVAL / INSTALLATION OF OLD AND NEW EXHAUST VENTS WITH THE CULINARY ARTS PROGRAM AND MSCS. DEMO EXISTING WALL LADDER AT OLD GYM ROOF.  REPLACE WITH NEW LADDER.  PATCH ALL OPEN HOLES. DEMO OLD WALL EQUIPMENT BRACKETS AND ROOFTOP EQUIPMENT SUPPORTS.  PATCH ALL  HOLES IN MASONRY WALLS AND ROOF. DEMO ALL PLYWOOD DECKING AT CAFETERIA ROOF AND PREP FOR NEW. LIGHTING ROD SYSTEM SHALL BE REMOVED AND STORED FOR REINSTALL AND RE-CERTIFICATION BY LICENSED CONTRACTOR. DEMO EXISTING EIFS WALL SYSTEM AND PREP FOR NEW METAL WALL PANELS - REF. DETAILS. DEMO EXIST. METAL WALL PANELS AND PREP FOR NEW WALL PANELS - REF. DETAILS. DEMO EXIST. METAL SOFFIT PANELS AND PREP FOR NEW SOFFIT PANELS - REF. DETAILS. DEMO EXISTING METAL / WOOD SOFFIT SYSTEM AND PREP FOR NEW METAL SOFFIT PANELS. 
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5A & 5B 1. REMOVE ALL ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO REMOVE ALL ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECHANICALLY FASTENED.  BE MINDFUL THAT EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK AND AVOID THESE AREAS.   3. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 4. INSTALL SACRIFICIAL NEOPRENE TOP SHEET ABOVE CULINARY ARTS PROGRAM - REF. SPECS. INSTALL SACRIFICIAL NEOPRENE TOP SHEET ABOVE CULINARY ARTS PROGRAM - REF. SPECS. 5. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   6. INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.   INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.   7.  INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. 8. INSTALL NEW ROOF HATCH. INSTALL NEW ROOF HATCH. 9. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 10. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 11. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.  PAINT ALL CAST IRON DRAIN PIPE BOOTS. 12. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION.
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GENERAL 1. INSPECT ALL EXISTING BRICK HIGH AND PARAPET WALLS NOT COVERED BY NEW MEMBRANE AND TUCKPOINT MORTAR INSPECT ALL EXISTING BRICK HIGH AND PARAPET WALLS NOT COVERED BY NEW MEMBRANE AND TUCKPOINT MORTAR WHERE OLD SAWCUTS WERE LEFT EXPOSED OR EROSION HAS OCCURRED.   PROVIDE WORK PER UNIT COST PRICING. PROVIDE WORK PER UNIT COST PRICING. 2. COORDINATE WITH MPE SUBS TO DISCONNECT ALL ROOFTOP EQUIPMENT, REROUTE AND RAISE ALL PIPING AND CONDUIT COORDINATE WITH MPE SUBS TO DISCONNECT ALL ROOFTOP EQUIPMENT, REROUTE AND RAISE ALL PIPING AND CONDUIT TO DISCONNECT ALL ROOFTOP EQUIPMENT, REROUTE AND RAISE ALL PIPING AND CONDUIT LINES TO OPERATE OVER NEW INSULATION HEIGHTS. 3. SAND, PRIME AND PAINT EXISTING CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  SAND, PRIME AND PAINT EXISTING CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  4. ON NORTH, WEST AND SOUTH FACADE OF "OLD GYMNASIUM", COAT ENTIRE MASONRY WALL WITH PROSOCO SILOXINE ON NORTH, WEST AND SOUTH FACADE OF "OLD GYMNASIUM", COAT ENTIRE MASONRY WALL WITH PROSOCO SILOXINE WATER REPELLANT.
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9C & 9D 1. REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO FLAT METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO FLAT METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECHANICALLY FASTENED.  INSTALL 1/4" TAPERED INSULATION PACKAGE.  BE MINDFUL THAT EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK AND AVOID THESE AREAS.   3. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 4. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   5. INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.   INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.   6. INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS SHOWN ON PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 7. INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. 8. RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING REQUIREMENTS.  ADJUST THRU-WALL FLASHING WITH MASONRY CONTRACTOR. 9. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 10. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 11. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.  PAINT ALL CAST IRON DRAIN PIPE BOOTS. 12. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION.
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9A & 9B 1. REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO SLOPED ACOUSTICAL METAL DECK (9A) OR PRECAST CONCRETE REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO SLOPED ACOUSTICAL METAL DECK (9A) OR PRECAST CONCRETE PLANK (9B) & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. FLUTE FILL INSULATION TO REMAIN IN ACOUSTICAL DECK SYSTEM (9A).  FULLY CLEAN CONCRETE DECK PER FLUTE FILL INSULATION TO REMAIN IN ACOUSTICAL DECK SYSTEM (9A).  FULLY CLEAN CONCRETE DECK PER MANUFACTURER TO ENSURE BONDING PROPERTIES OF NEW INSULATION (9B). 3. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECHANICALLY FASTENED ON ACOUSTICAL METAL DECK WITH WHITE SCREWS (9A) AND FULLY ADHERED ON CONCRETE PLANK DECK (9B).  BE MINDFUL THAT EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK AND AVOID THESE AREAS.   4. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 5. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   6. INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS SHOWN ON PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 7. RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING REQUIREMENTS.  ADJUST THRU-WALL FLASHING WITH MASONRY CONTRACTOR. 8. INSTALL NEW ROOF HATCH. INSTALL NEW ROOF HATCH. 9. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 10. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 11. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.  PAINT ALL CAST IRON DRAIN PIPE BOOTS. 12. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION.
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8A (LOW), 8B, 8C, 8D, 8E & 8F 1. REMOVE ALL ROOFING DOWN TO SLOPED METAL DECKS & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER REMOVE ALL ROOFING DOWN TO SLOPED METAL DECKS & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECH. FASTENED.  BE MINDFUL THAT EXISTING CONDUIT & OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW & TO THE EXISTING METAL DECK & AVOID THESE AREAS. 3. INSTALL INVERSE TAPERED INSULATION PACKAGE TO BACKFILL NORTH SLOPE ON ROOF (8D) AND PROVIDE LEVEL INSTALL INVERSE TAPERED INSULATION PACKAGE TO BACKFILL NORTH SLOPE ON ROOF (8D) AND PROVIDE LEVEL START FOR NEW 1/4" TAPERED INSULATION PACKAGE TO MEET HIDDEN RIDGE.  SEE AREA ON PLANS.   4. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 5. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   6. INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.   INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.   7. INSTALL NEW CONT. GUTTERS UP TO 30 FT. MAX. AND DOWNSPOUTS AS SHOWN ON DRAINAGE PLANS.  NOTE: D.S. EITHER INSTALL NEW CONT. GUTTERS UP TO 30 FT. MAX. AND DOWNSPOUTS AS SHOWN ON DRAINAGE PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 8.  INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS SHOWN ON PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 9. RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING REQUIREMENTS.  ADJUST THRU-WALL FLASHING WITH MASONRY CONTRACTOR. 10. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 11. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 12. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.  PAINT ALL CAST IRON DRAIN PIPE BOOTS. 13. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION.

AutoCAD SHX Text
10 1. REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECH. FASTENED.  EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK; AVOID THESE AREAS.   3. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 4. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   5.  INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS SHOWN ON PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 6. INSTALL NEW ROOF HATCH. INSTALL NEW ROOF HATCH. 7. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 8. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 9. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.  PAINT ALL CAST IRON DRAIN PIPE BOOTS. 10. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION. 11. REINSTALL AND RECONNECT BUILDING AND ALL EQUIPMENT BACK TO LIGHTENING ROD SYSTEM.  PROVIDE ALL MISSING REINSTALL AND RECONNECT BUILDING AND ALL EQUIPMENT BACK TO LIGHTENING ROD SYSTEM.  PROVIDE ALL MISSING COMPONENTS AND MODIFICATION NECESSARY TO COMPLETE THE INSTALLATION.  RE-CERTIFICATION IS REQUIRED BY LICENSENED CONTRACTOR.



A9/A3.4

D9/A3.5

D9
/A

3.
5

J1/A3.2

J13/A3.2

J1/A3.2

J1/A3.2

J1
3/

A3
.2

J1
/A

3.
2

J1
3/

A3
.2

J1
/A

3.
2

J1/A3.2

J1/A3.2

J1/A3.2

J1
/A

3.
2

J1
/A

3.
2

E8
/A

3.
2

J1/A3.2

E13/A3.4

J1
/A

3.
2

E5
/A

3.
3

J1/A3.4

E9
/A

3.
4

J5/A3.4

E1/A3.4

J5
/A

3.
4

J9
/A

3.
4

J1
3/

A3
.4

J1/A3.2

ROOF PLAN

A2.9A1

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

Legend:

ROOF PLAN - NORTH
1/16" = 1'-0"22006_APR-01

Scoping:

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
R.D.

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
LR

AutoCAD SHX Text
LR

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
4" V.T.R.

AutoCAD SHX Text
HB

AutoCAD SHX Text
3" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
LR

AutoCAD SHX Text
LR

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
LR

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
LR

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
3" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
LR

AutoCAD SHX Text
HB

AutoCAD SHX Text
C

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
LR

AutoCAD SHX Text
LR

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
4" V.T.R.

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
R.D.

AutoCAD SHX Text
O.F.

AutoCAD SHX Text
R.D.

AutoCAD SHX Text
O.F.

AutoCAD SHX Text
C

AutoCAD SHX Text
R.D.

AutoCAD SHX Text
O.F.

AutoCAD SHX Text
2"  V.T.R.

AutoCAD SHX Text
3" V.T.R.

AutoCAD SHX Text
4" V.T.R.

AutoCAD SHX Text
4" V.T.R.

AutoCAD SHX Text
4" V.T.R.

AutoCAD SHX Text
E

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
3" V.T.R.

AutoCAD SHX Text
C

AutoCAD SHX Text
3" V.T.R.

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
4" V.T.R.

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
DECK CHANGE

AutoCAD SHX Text
2" V.T.R.

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS TO 12"/ft. CRICKETS TO INSURE PROPER DRAINAGE AROUND EQUIP. - TYP.

AutoCAD SHX Text
INSTALL WALKPADS AT HATCH, LADDERS & EQUIPMENT - TYP. 

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
NEW SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT SCUPPERS - TYP.

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS 12"/ft. CRICKETS AT ROOF DRAINS - TYP.

AutoCAD SHX Text
NEW EPDM ROOFING SYSTEM ON SLOPED STRUCTURE - REF. SPECS

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS TO 12"/ft. CRICKETS TO INSURE PROPER DRAINAGE AROUND EQUIP. - TYP.

AutoCAD SHX Text
NEW EPDM ROOFING SYSTEM ON SLOPED STRUCTURE - REF. SPECS

AutoCAD SHX Text
PROVIDE NEW PARAPET METAL - REF. DETAILS 

AutoCAD SHX Text
INSTALL WALKPADS AT HATCH, LADDERS & EQUIPMENT - TYP. 

AutoCAD SHX Text
PROVIDE NEW ROOF HATCH 

AutoCAD SHX Text
INSTALL WALKPADS AT HATCH, LADDERS & EQUIPMENT - TYP. 

AutoCAD SHX Text
NEW GUTTER AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
NEW EPDM ROOFING SYSTEM WITH  " TAPERED 14" TAPERED INSULATION - REF. SPECS

AutoCAD SHX Text
INSTALL  "/ft. CRICKETS TO 12"/ft. CRICKETS TO INSURE PROPER DRAINAGE AROUND EQUIP. - TYP.

AutoCAD SHX Text
INSTALL WALKPADS AT HATCH, LADDERS & EQUIPMENT - TYP. 

AutoCAD SHX Text
NEW R.D. COLLECTOR HEAD AND DOWNSPOUT SYSTEM - REF. SCHEDULE 

AutoCAD SHX Text
NEW EPDM ROOFING SYSTEM WITH  " TAPERED 14" TAPERED INSULATION - REF. SPECS

AutoCAD SHX Text
LOW 

AutoCAD SHX Text
LOW 

AutoCAD SHX Text
HIGH 

AutoCAD SHX Text
LOW 

AutoCAD SHX Text
HIGH 

AutoCAD SHX Text
LOW 

AutoCAD SHX Text
WIN

AutoCAD SHX Text
PAINT EXISTING ROOF LADDERS 

AutoCAD SHX Text
INSTALL NEW ROOF LADDER SYSTEM UP WALL AND METAL ROOF SLOPE - ALTERNATE #2

AutoCAD SHX Text
SAW-CUT NEW REGLET TO TERMINATE ROOF AND SEAL WITH WATERPROOFING - REF. DETAILS

AutoCAD SHX Text
PROVIDE NEW VERTICAL EXPANSION JOINT AND COVER - A4/A3.2

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
INFILL SLOPE WITH INVERSE TAPER LEVEL  THEN INSTALL 14" TAPER BACK TO ROOF DRAINS

AutoCAD SHX Text
INSTALL  "/ft. 12"/ft. CRICKETS

AutoCAD SHX Text
PROVIDE TRANSITION TO DRAIN TO LOWER ROOF - SEE E5/A3.4

AutoCAD SHX Text
INSTALL WATERPROOFING ON ALL 3 SIDES OF "OLD GYM" MASONRY WALLS

AutoCAD SHX Text
EXP. JOINT 

AutoCAD SHX Text
EXP. JOINT 

AutoCAD SHX Text
EXP. JOINT 

AutoCAD SHX Text
EXP. JOINT 

AutoCAD SHX Text
EXP. JOINT 

AutoCAD SHX Text
EXP. JOINT 

AutoCAD SHX Text
SIM

AutoCAD SHX Text
SIM

AutoCAD SHX Text
LOW 

AutoCAD SHX Text
LOW 

AutoCAD SHX Text
NEW EPDM ROOFING SYSTEM ON SLOPED STRUCTURE - REF. SPECS

AutoCAD SHX Text
REINSTALL AND RECONNECT BUILDING AND ALL EQUIPMENT BACK TO LIGHTENING ROD SYSTEM 

AutoCAD SHX Text
CONTRACTOR TO COORD. INTENT w/ CONSULTANTS DUE TO HIDDEN CONDITIONS

AutoCAD SHX Text
-OPEN TO BELOW-

AutoCAD SHX Text
ROOF DRAIN (R.D.)

AutoCAD SHX Text
ROOF EXPANSION JOINT

AutoCAD SHX Text
WALKWAY PADS

AutoCAD SHX Text
CONDUIT

AutoCAD SHX Text
TAPERED INSULATION RIDGE / VALLEY

AutoCAD SHX Text
TAPERED INSULATION LEVELS

AutoCAD SHX Text
ROOF EQUIPMENT CURB (w/ CRICKET)

AutoCAD SHX Text
ROOF EXHAUST FAN

AutoCAD SHX Text
ROOF PIPE PENETRATION (V.T.R.)

AutoCAD SHX Text
HEAT VENT (FLUE)

AutoCAD SHX Text
PITCH POCKET (P.P.)

AutoCAD SHX Text
ELECTRIC BOX AND CONDUIT DROP

AutoCAD SHX Text
PVC PIPE DRAIN (P.D.)

AutoCAD SHX Text
ROOF HATCH 

AutoCAD SHX Text
E

AutoCAD SHX Text
THRU-WALL OVERFLOW (O.F.)

AutoCAD SHX Text
DOWNSPOUT (COLLECTION BOX) (D.S.)

AutoCAD SHX Text
DOWNSPOUT (GUTTER) (D.S.) SPLASH BLOCK (S.B.) DRAIN BOOT AND PIPE (S.D.)

AutoCAD SHX Text
PIPING 

AutoCAD SHX Text
A

AutoCAD SHX Text
FAB

AutoCAD SHX Text
ANTENNA

AutoCAD SHX Text
FIRE ALARM BELL

AutoCAD SHX Text
EXTERIOR LIGHTING

AutoCAD SHX Text
SECURITY CAMERA

AutoCAD SHX Text
EXISTING STORM DRAIN CATCH BASIN

AutoCAD SHX Text
EXISTING STORM DRAIN LINE - APPROX.

AutoCAD SHX Text
NEW STORM DRAIN LINE - ASSUMED

AutoCAD SHX Text
ACCESS LADDER

AutoCAD SHX Text
SATELLITE

AutoCAD SHX Text
HOSE BIB

AutoCAD SHX Text
ROOF CORE SAMPLE

AutoCAD SHX Text
HB

AutoCAD SHX Text
LIGHTING ROD SYSTEM (LR)

AutoCAD SHX Text
TURBINE VENT

AutoCAD SHX Text
OVERFLOW DRAIN (O.F.)

AutoCAD SHX Text
4A & 4D 1. REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO REMOVE ALL BALLAST ROCK AND ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECHANICALLY FASTENED.  BE MINDFUL THAT EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK AND AVOID THESE AREAS.   3. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 4. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   5. INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS INSTALL NEW INSULATION SUMP AREA AND NEW THRU-WALL SCUPPER, COLLECTOR HEAD AND DOWNSPOUT SYSTEM AS SHOWN ON PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 6. INSTALL NEW ROOF HATCH. INSTALL NEW ROOF HATCH. 7. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 8. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 9. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.  PAINT ALL CAST IRON DRAIN PIPE BOOTS 10. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION. 11. REINSTALL AND RECONNECT BUILDING AND ALL EQUIPMENT BACK TO LIGHTENING ROD SYSTEM.  PROVIDE ALL MISSING REINSTALL AND RECONNECT BUILDING AND ALL EQUIPMENT BACK TO LIGHTENING ROD SYSTEM.  PROVIDE ALL MISSING COMPONENTS AND MODIFICATION NECESSARY TO COMPLETE THE INSTALLATION.  RE-CERTIFICATION IS REQUIRED BY LICENSENED CONTRACTOR.

AutoCAD SHX Text
4B 1. REMOVE ALL ROOFING DOWN TO SLOPED WOOD DECK (high) AND METAL DECK (low) & INSPECT EXISTING DECKING REMOVE ALL ROOFING DOWN TO SLOPED WOOD DECK (high) AND METAL DECK (low) & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECHANICALLY FASTENED.  BE MINDFUL THAT EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK AND AVOID THESE AREAS.    3. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 4. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   5. INSTALL NEW CONT. GUTTERS UP TO 30 FT. MAX. AND DOWNSPOUTS AS SHOWN ON DRAINAGE PLANS.  NOTE: D.S. EITHER INSTALL NEW CONT. GUTTERS UP TO 30 FT. MAX. AND DOWNSPOUTS AS SHOWN ON DRAINAGE PLANS.  NOTE: D.S. EITHER SPILL TO ROOF WITH SPLASH PADS, TO GRADE WITH SPLASH BLOCKS, TO CONCRETE WALKS OR CONNECT TO BOOTS AND UNDERGROUND STORM DRAIN COLLECTIONS.  REFER TO PLANS AND DETAILS FOR EACH TYPE AND LOCATION. 6. RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING REQUIREMENTS.  ADJUST THRU-WALL FLASHING WITH MASONRY CONTRACTOR. 7.  INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. 8. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 9. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 10. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL.   11. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION. 12. *ALTERNATE #1* - REMOVE AND REPLACE ALL GYM STEEL WINDOWS WITH NEW ALUMINUM WINDOW SYSTEM - REF. TO *ALTERNATE #1* - REMOVE AND REPLACE ALL GYM STEEL WINDOWS WITH NEW ALUMINUM WINDOW SYSTEM - REF. TO  - REMOVE AND REPLACE ALL GYM STEEL WINDOWS WITH NEW ALUMINUM WINDOW SYSTEM - REF. TO DETAILS.

AutoCAD SHX Text
4C 1. REMOVE ALL ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO REMOVE ALL ROOFING DOWN TO SLOPED METAL DECK & INSPECT EXISTING DECKING PRIOR TO NEW WORK.  REFER TO DEMOLITION PLAN FOR SPECIFIC NOTES. 2. INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" INSTALL BASE INSULATION OF (2) LAYERS (2.6" MAX. ON ANY LAYER) OF R-30 POLYISO. (20 PSI) w/ STAGGERED AT 12" IN ALL DIRECTIONS AND LAYERS, ENTIRE SYSTEM SHALL BE MECHANICALLY FASTENED.  BE MINDFUL THAT EXISTING CONDUIT AND OTHER EQUIPMENT MAYBE MOUNTED DIRECTLY BELOW AND TO THE EXISTING METAL DECK AND AVOID THESE AREAS.    3. INSTALL INVERSE TAPERED INSULATION PACKAGE TO BACKFILL EAST SLOPE ON ROOF AND PROVIDE LEVEL START INSTALL INVERSE TAPERED INSULATION PACKAGE TO BACKFILL EAST SLOPE ON ROOF AND PROVIDE LEVEL START FOR NEW 1/4" TAPERED INSULATION PACKAGE TO MEET ROOF DRAIN VALLEY.  SEE AREA ON PLANS. 4. ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR ROOFING SYSTEM SHALL CONSIST OF 60 MIL., FULLY-ADHERED NON-REINFORCED, BLACK EPDM, WITH A 20-YEAR WARRANTY.  REFER TO SPECS FOR ALLOWABLE SYSTEMS. 5. INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO INSTALL NEW METAL EDGE SYSTEM TO THE PERIMETER PER ASTM/SPRI ES-1 STANDARDS AS DETAILED.  SYSTEM TO ALLOW FOR EXPANSION AND MOVEMENT AS REQ. BY MANUFACTURER, CODES AND INDUSTRY STANDARDS.   6. INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.  INSTALL NEW INSULATION SUMP AREA AND NEW RETRO DRAINS AT EXISTING ROOF DRAINS.  7. RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING RAISE HIGH WALL TERMINATIONS WHERE NEEDED DUE TO INCREASED INSULATION HEIGHTS AND 8" MIN. FLASHING REQUIREMENTS.  ADJUST THRU-WALL FLASHING WITH MASONRY CONTRACTOR. 8.  INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. INSTALL NEW EXPANSION JOINT DETAILS AT ALL BUILDING EXPANSION JOINTS. 9. RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO RAISE ALL NON-COMPLAINT CURBS TO ALLOW FOR 8" MIN. FLASHING.  RAISE ALL OPEN VENT PIPES TO 12" MIN. TO MEET LOCAL CODE REQUIREMENTS. 10. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. INSTALL CRICKETS AT EQUIPMENT CURBS, DRAIN SUMPS AND LOW AREAS TO ENSURE PROPER DRAINAGE. 11. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW" TO PROVIDE WARNING FOR TRIP HAZARDS.  PAINT EXISTING WALL LADDERS TO MATCH "KYNAR MEDIUM BRONZE" EDGE METAL. 12. INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, INSTALL NEW PIPE SUPPORTS PER SPECS.  INSTALL WALKPADS AS SHOWN ON DRAWINGS FOR EQUIPMENT ACCESS, ROOF TOP EQUIPMENT PROTECTION AND ROOF DRAIN PROTECTION.



DRAINAGE PLAN

A2.10A1

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

DRAINAGE PLAN - SOUTH
1/16" = 1'-0"22006_APR-01

Legend:

DRAINAGE PLAN - GYM
1/16" = 1'-0"22009_APR-01

G1

Drain Schedule:

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
D.S.-13

AutoCAD SHX Text
G-3

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-5

AutoCAD SHX Text
D.S.-12

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
G-4

AutoCAD SHX Text
G-4

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
PROVIDE NEW WALKPADS UNDER EXISTING DOWNSPOUTS FROM GYM  - TYP.

AutoCAD SHX Text
PROVIDE NEW WALKPADS UNDER EXISTING DOWNSPOUTS FROM GYM  - TYP.

AutoCAD SHX Text
-OPEN TO BELOW-

AutoCAD SHX Text
ROOF DRAIN (R.D.)

AutoCAD SHX Text
ROOF EXPANSION JOINT

AutoCAD SHX Text
WALKWAY PADS

AutoCAD SHX Text
CONDUIT

AutoCAD SHX Text
TAPERED INSULATION RIDGE / VALLEY

AutoCAD SHX Text
TAPERED INSULATION LEVELS

AutoCAD SHX Text
ROOF EQUIPMENT CURB (w/ CRICKET)

AutoCAD SHX Text
ROOF EXHAUST FAN

AutoCAD SHX Text
ROOF PIPE PENETRATION (V.T.R.)

AutoCAD SHX Text
HEAT VENT (FLUE)

AutoCAD SHX Text
PITCH POCKET (P.P.)

AutoCAD SHX Text
ELECTRIC BOX AND CONDUIT DROP

AutoCAD SHX Text
PVC PIPE DRAIN (P.D.)

AutoCAD SHX Text
ROOF HATCH 

AutoCAD SHX Text
E

AutoCAD SHX Text
THRU-WALL OVERFLOW (O.F.)

AutoCAD SHX Text
DOWNSPOUT (COLLECTION BOX) (D.S.)

AutoCAD SHX Text
DOWNSPOUT (GUTTER) (D.S.) SPLASH BLOCK (S.B.) DRAIN BOOT AND PIPE (S.D.)

AutoCAD SHX Text
PIPING 

AutoCAD SHX Text
A

AutoCAD SHX Text
FAB

AutoCAD SHX Text
ANTENNA

AutoCAD SHX Text
FIRE ALARM BELL

AutoCAD SHX Text
EXTERIOR LIGHTING

AutoCAD SHX Text
SECURITY CAMERA

AutoCAD SHX Text
EXISTING STORM DRAIN CATCH BASIN

AutoCAD SHX Text
EXISTING STORM DRAIN LINE - APPROX.

AutoCAD SHX Text
NEW STORM DRAIN LINE - ASSUMED

AutoCAD SHX Text
ACCESS LADDER

AutoCAD SHX Text
SATELLITE

AutoCAD SHX Text
HOSE BIB

AutoCAD SHX Text
ROOF CORE SAMPLE

AutoCAD SHX Text
HB

AutoCAD SHX Text
LIGHTING ROD SYSTEM (LR)

AutoCAD SHX Text
TURBINE VENT

AutoCAD SHX Text
OVERFLOW DRAIN (O.F.)

AutoCAD SHX Text
RD-1  EXISTING ROOF DRAIN WITH NEW RETRO-DRAIN - FIELD VERIFY DRAIN SIZE. EXISTING ROOF DRAIN WITH NEW RETRO-DRAIN - FIELD VERIFY DRAIN SIZE. RD-2  N/A N/A P.D.  EXISTING PIPE DRAIN - REPLACE AND RETROFIT UPPER PORTIONS AND CONCEAL IN NEW SOFFIT EXISTING PIPE DRAIN - REPLACE AND RETROFIT UPPER PORTIONS AND CONCEAL IN NEW SOFFIT G-1  7x10 GUTTER 7x10 GUTTER G-2  7x6 GUTTER 7x6 GUTTER G-3  7x7 GUTTER 7x7 GUTTER G-4  4x4 GUTTER 4x4 GUTTER G-5  5x5 GUTTER 5x5 GUTTER D.S.-1  6x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 6x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-2  4x6 DOWNSPOUT - CENTER B/W EXP JT AND WINDOW -OR- BLDG CORNER AND WINDOW 4x6 DOWNSPOUT - CENTER B/W EXP JT AND WINDOW -OR- BLDG CORNER AND WINDOW D.S.-3  4x6 DOWNSPOUT - CENTER B/W WINDOW OR BRICK ELEMENTS 4x6 DOWNSPOUT - CENTER B/W WINDOW OR BRICK ELEMENTS D.S.-4  4x6 DOWNSPOUT - SET ON ADJACENT WALL 4x6 DOWNSPOUT - SET ON ADJACENT WALL D.S.-5  4x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 4x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-6  4x6 DOWNSPOUT - CENTER ON COLUMN, SECTION OF WALL OR BUILDING FACADE   *SEE NOTE 6* 4x6 DOWNSPOUT - CENTER ON COLUMN, SECTION OF WALL OR BUILDING FACADE   *SEE NOTE 6* D.S.-7  4x6 DOWNSPOUT - SET OFF CORNER OF BUILDING OR MASONRY OPENING  4x6 DOWNSPOUT - SET OFF CORNER OF BUILDING OR MASONRY OPENING  D.S.-8 4X5 DOWNSPOUT - CENTER ON COLUMN 4X5 DOWNSPOUT - CENTER ON COLUMN D.S.-9  4x4 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 4x4 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-10 6x6 DOWNSPOUT - CENTER OF WALL  *SEE NOTE 6* 6x6 DOWNSPOUT - CENTER OF WALL  *SEE NOTE 6* D.S.-11  5x7 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 5x7 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-12 4x4 DOWNSPOUT - SET ON ADJACENT WALL AND RUN HORIZONTAL HIGH ALONG WALL - SPILL TO YARD 4x4 DOWNSPOUT - SET ON ADJACENT WALL AND RUN HORIZONTAL HIGH ALONG WALL - SPILL TO YARD D.S.-13 4x4 DOWNSPOUT - TIE INTO SIDE OF EXISTING 4x6 OLD GYM DOWNSPOUT  4x4 DOWNSPOUT - TIE INTO SIDE OF EXISTING 4x6 OLD GYM DOWNSPOUT  S.B. PROVIDE NEW CONCRETE SPLASH BLOCK FOR ON-GROUND DOWNSPOUTS - SEE A4/A3.9.   PROVIDE NEW CONCRETE SPLASH BLOCK FOR ON-GROUND DOWNSPOUTS - SEE A4/A3.9.   S.D. PROVIDE REDUCERS AND CONNECTION PIECES TO TIE INTO EXISTING BOOT, TRENCH AND STORM DRAIN PROVIDE REDUCERS AND CONNECTION PIECES TO TIE INTO EXISTING BOOT, TRENCH AND STORM DRAIN SYSTEM - SEE A1/A3.9.  W.P. PROVIDE NEW WALK PAD (SPLASH PAD) FOR ON-ROOF DOWNSPOUTS - E10/A3.1 OR A10/A3.9. PROVIDE NEW WALK PAD (SPLASH PAD) FOR ON-ROOF DOWNSPOUTS - E10/A3.1 OR A10/A3.9. W.W. NEW DRAIN WILL SPILL ONTO EXISTING CONCRETE WALKWAY AS A SPLASH BLOCK WOULD BE IN THE PATH OF NEW DRAIN WILL SPILL ONTO EXISTING CONCRETE WALKWAY AS A SPLASH BLOCK WOULD BE IN THE PATH OF TRAVEL - A7/A3.9. M.A. NEW DRAIN WILL SPILL ONTO EXISTING METAL AWNING. NEW DRAIN WILL SPILL ONTO EXISTING METAL AWNING. NOTES: 1.  BACK-FILL, SOD OR MULCH ALL GROUND AREAS DISTURBED DURING DRAIN INSTALLATION OR BY PREVIOUS BACK-FILL, SOD OR MULCH ALL GROUND AREAS DISTURBED DURING DRAIN INSTALLATION OR BY PREVIOUS WASH-OUT.  FILL TO MATCH ELEVATION OF ADJACENT LAND AND ENSURE DRAINAGE AWAY FROM BUILDING.  PROTECT, REPLANT OR REPLACE ALL DISTURBED LANDSCAPING. 2. PATCH OLD MOUNTING HOLES IN MASONRY WALL FROM REMOVED D.S. BRACKETS AND SUPPORTS. PATCH OLD MOUNTING HOLES IN MASONRY WALL FROM REMOVED D.S. BRACKETS AND SUPPORTS. 3. INSTALL SCREENS AT ALL SCUPPER LOCATIONS AND GUTTERS. INSTALL SCREENS AT ALL SCUPPER LOCATIONS AND GUTTERS. 4. TAPER NEW DOWNSPOUTS WHERE NEEDED TO FIT INTO EXISTING CAST IRON BOOTS. TAPER NEW DOWNSPOUTS WHERE NEEDED TO FIT INTO EXISTING CAST IRON BOOTS. 5. SAND, PRIME AND PAINT EXISTING AND NEW CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  SAND, PRIME AND PAINT EXISTING AND NEW CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  6. NEW CAST IRON BOOT TO MATCH EXISTING SHALL BE INSTALLED AT D.S.-10 & D.S-6 LOCATION B/W "7" CAFE AND NEW CAST IRON BOOT TO MATCH EXISTING SHALL BE INSTALLED AT D.S.-10 & D.S-6 LOCATION B/W "7" CAFE AND BUILDING "3E" - PAINT.  SEE DETAIL A14/A3.9. 7. HANGERS AND STRAPS REQUIRED ON ALL GUTTERS.HANGERS AND STRAPS REQUIRED ON ALL GUTTERS.



DRAINAGE PLAN

A2.11A1

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

DRAINAGE PLAN - CENTRAL
1/16" = 1'-0"22006_APR-01

Drain Schedule:

Legend:

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-1

AutoCAD SHX Text
G-1

AutoCAD SHX Text
D.S.-4

AutoCAD SHX Text
D.S.-3

AutoCAD SHX Text
D.S.-2

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-3

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-6

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-2

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-3

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-9

AutoCAD SHX Text
D.S.-9

AutoCAD SHX Text
D.S.-6

AutoCAD SHX Text
(2)P.D.

AutoCAD SHX Text
M.A.

AutoCAD SHX Text
M.A.

AutoCAD SHX Text
G-2

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-9

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
D.S.-5

AutoCAD SHX Text
D.S.-5

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
W.W.

AutoCAD SHX Text
D.S.-8

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
G-3

AutoCAD SHX Text
D.S.-10

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-3

AutoCAD SHX Text
D.S.-9

AutoCAD SHX Text
D.S.-9

AutoCAD SHX Text
D.S.-9

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-5

AutoCAD SHX Text
D.S.-12

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-6

AutoCAD SHX Text
-OPEN TO BELOW-

AutoCAD SHX Text
RD-1  EXISTING ROOF DRAIN WITH NEW RETRO-DRAIN - FIELD VERIFY DRAIN SIZE. EXISTING ROOF DRAIN WITH NEW RETRO-DRAIN - FIELD VERIFY DRAIN SIZE. RD-2  N/A N/A P.D.  EXISTING PIPE DRAIN - REPLACE AND RETROFIT UPPER PORTIONS AND CONCEAL IN NEW SOFFIT EXISTING PIPE DRAIN - REPLACE AND RETROFIT UPPER PORTIONS AND CONCEAL IN NEW SOFFIT G-1  7x10 GUTTER 7x10 GUTTER G-2  7x6 GUTTER 7x6 GUTTER G-3  7x7 GUTTER 7x7 GUTTER G-4  4x4 GUTTER 4x4 GUTTER G-5  5x5 GUTTER 5x5 GUTTER D.S.-1  6x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 6x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-2  4x6 DOWNSPOUT - CENTER B/W EXP JT AND WINDOW -OR- BLDG CORNER AND WINDOW 4x6 DOWNSPOUT - CENTER B/W EXP JT AND WINDOW -OR- BLDG CORNER AND WINDOW D.S.-3  4x6 DOWNSPOUT - CENTER B/W WINDOW OR BRICK ELEMENTS 4x6 DOWNSPOUT - CENTER B/W WINDOW OR BRICK ELEMENTS D.S.-4  4x6 DOWNSPOUT - SET ON ADJACENT WALL 4x6 DOWNSPOUT - SET ON ADJACENT WALL D.S.-5  4x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 4x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-6  4x6 DOWNSPOUT - CENTER ON COLUMN, SECTION OF WALL OR BUILDING FACADE   *SEE NOTE 6* 4x6 DOWNSPOUT - CENTER ON COLUMN, SECTION OF WALL OR BUILDING FACADE   *SEE NOTE 6* D.S.-7  4x6 DOWNSPOUT - SET OFF CORNER OF BUILDING OR MASONRY OPENING  4x6 DOWNSPOUT - SET OFF CORNER OF BUILDING OR MASONRY OPENING  D.S.-8 4X5 DOWNSPOUT - CENTER ON COLUMN 4X5 DOWNSPOUT - CENTER ON COLUMN D.S.-9  4x4 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 4x4 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-10 6x6 DOWNSPOUT - CENTER OF WALL  *SEE NOTE 6* 6x6 DOWNSPOUT - CENTER OF WALL  *SEE NOTE 6* D.S.-11  5x7 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 5x7 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-12 4x4 DOWNSPOUT - SET ON ADJACENT WALL AND RUN HORIZONTAL HIGH ALONG WALL - SPILL TO YARD 4x4 DOWNSPOUT - SET ON ADJACENT WALL AND RUN HORIZONTAL HIGH ALONG WALL - SPILL TO YARD D.S.-13 4x4 DOWNSPOUT - TIE INTO SIDE OF EXISTING 4x6 OLD GYM DOWNSPOUT  4x4 DOWNSPOUT - TIE INTO SIDE OF EXISTING 4x6 OLD GYM DOWNSPOUT  S.B. PROVIDE NEW CONCRETE SPLASH BLOCK FOR ON-GROUND DOWNSPOUTS - SEE A4/A3.9.   PROVIDE NEW CONCRETE SPLASH BLOCK FOR ON-GROUND DOWNSPOUTS - SEE A4/A3.9.   S.D. PROVIDE REDUCERS AND CONNECTION PIECES TO TIE INTO EXISTING BOOT, TRENCH AND STORM DRAIN PROVIDE REDUCERS AND CONNECTION PIECES TO TIE INTO EXISTING BOOT, TRENCH AND STORM DRAIN SYSTEM - SEE A1/A3.9.  W.P. PROVIDE NEW WALK PAD (SPLASH PAD) FOR ON-ROOF DOWNSPOUTS - E10/A3.1 OR A10/A3.9. PROVIDE NEW WALK PAD (SPLASH PAD) FOR ON-ROOF DOWNSPOUTS - E10/A3.1 OR A10/A3.9. W.W. NEW DRAIN WILL SPILL ONTO EXISTING CONCRETE WALKWAY AS A SPLASH BLOCK WOULD BE IN THE PATH OF NEW DRAIN WILL SPILL ONTO EXISTING CONCRETE WALKWAY AS A SPLASH BLOCK WOULD BE IN THE PATH OF TRAVEL - A7/A3.9. M.A. NEW DRAIN WILL SPILL ONTO EXISTING METAL AWNING. NEW DRAIN WILL SPILL ONTO EXISTING METAL AWNING. NOTES: 1.  BACK-FILL, SOD OR MULCH ALL GROUND AREAS DISTURBED DURING DRAIN INSTALLATION OR BY PREVIOUS BACK-FILL, SOD OR MULCH ALL GROUND AREAS DISTURBED DURING DRAIN INSTALLATION OR BY PREVIOUS WASH-OUT.  FILL TO MATCH ELEVATION OF ADJACENT LAND AND ENSURE DRAINAGE AWAY FROM BUILDING.  PROTECT, REPLANT OR REPLACE ALL DISTURBED LANDSCAPING. 2. PATCH OLD MOUNTING HOLES IN MASONRY WALL FROM REMOVED D.S. BRACKETS AND SUPPORTS. PATCH OLD MOUNTING HOLES IN MASONRY WALL FROM REMOVED D.S. BRACKETS AND SUPPORTS. 3. INSTALL SCREENS AT ALL SCUPPER LOCATIONS AND GUTTERS. INSTALL SCREENS AT ALL SCUPPER LOCATIONS AND GUTTERS. 4. TAPER NEW DOWNSPOUTS WHERE NEEDED TO FIT INTO EXISTING CAST IRON BOOTS. TAPER NEW DOWNSPOUTS WHERE NEEDED TO FIT INTO EXISTING CAST IRON BOOTS. 5. SAND, PRIME AND PAINT EXISTING AND NEW CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  SAND, PRIME AND PAINT EXISTING AND NEW CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  6. NEW CAST IRON BOOT TO MATCH EXISTING SHALL BE INSTALLED AT D.S.-10 & D.S-6 LOCATION B/W "7" CAFE AND NEW CAST IRON BOOT TO MATCH EXISTING SHALL BE INSTALLED AT D.S.-10 & D.S-6 LOCATION B/W "7" CAFE AND BUILDING "3E" - PAINT.  SEE DETAIL A14/A3.9. 7. HANGERS AND STRAPS REQUIRED ON ALL GUTTERS.HANGERS AND STRAPS REQUIRED ON ALL GUTTERS.

AutoCAD SHX Text
ROOF DRAIN (R.D.)

AutoCAD SHX Text
ROOF EXPANSION JOINT

AutoCAD SHX Text
WALKWAY PADS

AutoCAD SHX Text
CONDUIT

AutoCAD SHX Text
TAPERED INSULATION RIDGE / VALLEY

AutoCAD SHX Text
TAPERED INSULATION LEVELS

AutoCAD SHX Text
ROOF EQUIPMENT CURB (w/ CRICKET)

AutoCAD SHX Text
ROOF EXHAUST FAN

AutoCAD SHX Text
ROOF PIPE PENETRATION (V.T.R.)

AutoCAD SHX Text
HEAT VENT (FLUE)

AutoCAD SHX Text
PITCH POCKET (P.P.)

AutoCAD SHX Text
ELECTRIC BOX AND CONDUIT DROP

AutoCAD SHX Text
PVC PIPE DRAIN (P.D.)

AutoCAD SHX Text
ROOF HATCH 

AutoCAD SHX Text
E

AutoCAD SHX Text
THRU-WALL OVERFLOW (O.F.)

AutoCAD SHX Text
DOWNSPOUT (COLLECTION BOX) (D.S.)

AutoCAD SHX Text
DOWNSPOUT (GUTTER) (D.S.) SPLASH BLOCK (S.B.) DRAIN BOOT AND PIPE (S.D.)

AutoCAD SHX Text
PIPING 

AutoCAD SHX Text
A

AutoCAD SHX Text
FAB

AutoCAD SHX Text
ANTENNA

AutoCAD SHX Text
FIRE ALARM BELL

AutoCAD SHX Text
EXTERIOR LIGHTING

AutoCAD SHX Text
SECURITY CAMERA

AutoCAD SHX Text
EXISTING STORM DRAIN CATCH BASIN

AutoCAD SHX Text
EXISTING STORM DRAIN LINE - APPROX.

AutoCAD SHX Text
NEW STORM DRAIN LINE - ASSUMED

AutoCAD SHX Text
ACCESS LADDER

AutoCAD SHX Text
SATELLITE

AutoCAD SHX Text
HOSE BIB

AutoCAD SHX Text
ROOF CORE SAMPLE

AutoCAD SHX Text
HB

AutoCAD SHX Text
LIGHTING ROD SYSTEM (LR)

AutoCAD SHX Text
TURBINE VENT

AutoCAD SHX Text
OVERFLOW DRAIN (O.F.)



DRAINAGE PLAN

A2.12A1

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

DRAINAGE PLAN - NORTH
1/16" = 1'-0"22006_APR-01

Drain Schedule:

Legend:

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
HB

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
HB

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
D.S.-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
D.S.-13

AutoCAD SHX Text
G-3

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
S.D.

AutoCAD SHX Text
D.S.-11

AutoCAD SHX Text
G-2

AutoCAD SHX Text
G-5

AutoCAD SHX Text
D.S.-12

AutoCAD SHX Text
D.S.-7

AutoCAD SHX Text
S.B.

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
-NO WORK THIS ROOF-

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
RD-1

AutoCAD SHX Text
G-4

AutoCAD SHX Text
G-4

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
W.P.

AutoCAD SHX Text
PROVIDE NEW WALKPADS UNDER EXISTING DOWNSPOUTS FROM GYM  - TYP.

AutoCAD SHX Text
PROVIDE NEW WALKPADS UNDER EXISTING DOWNSPOUTS FROM GYM  - TYP.

AutoCAD SHX Text
-OPEN TO BELOW-

AutoCAD SHX Text
RD-1  EXISTING ROOF DRAIN WITH NEW RETRO-DRAIN - FIELD VERIFY DRAIN SIZE. EXISTING ROOF DRAIN WITH NEW RETRO-DRAIN - FIELD VERIFY DRAIN SIZE. RD-2  N/A N/A P.D.  EXISTING PIPE DRAIN - REPLACE AND RETROFIT UPPER PORTIONS AND CONCEAL IN NEW SOFFIT EXISTING PIPE DRAIN - REPLACE AND RETROFIT UPPER PORTIONS AND CONCEAL IN NEW SOFFIT G-1  7x10 GUTTER 7x10 GUTTER G-2  7x6 GUTTER 7x6 GUTTER G-3  7x7 GUTTER 7x7 GUTTER G-4  4x4 GUTTER 4x4 GUTTER G-5  5x5 GUTTER 5x5 GUTTER D.S.-1  6x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 6x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-2  4x6 DOWNSPOUT - CENTER B/W EXP JT AND WINDOW -OR- BLDG CORNER AND WINDOW 4x6 DOWNSPOUT - CENTER B/W EXP JT AND WINDOW -OR- BLDG CORNER AND WINDOW D.S.-3  4x6 DOWNSPOUT - CENTER B/W WINDOW OR BRICK ELEMENTS 4x6 DOWNSPOUT - CENTER B/W WINDOW OR BRICK ELEMENTS D.S.-4  4x6 DOWNSPOUT - SET ON ADJACENT WALL 4x6 DOWNSPOUT - SET ON ADJACENT WALL D.S.-5  4x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 4x6 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-6  4x6 DOWNSPOUT - CENTER ON COLUMN, SECTION OF WALL OR BUILDING FACADE   *SEE NOTE 6* 4x6 DOWNSPOUT - CENTER ON COLUMN, SECTION OF WALL OR BUILDING FACADE   *SEE NOTE 6* D.S.-7  4x6 DOWNSPOUT - SET OFF CORNER OF BUILDING OR MASONRY OPENING  4x6 DOWNSPOUT - SET OFF CORNER OF BUILDING OR MASONRY OPENING  D.S.-8 4X5 DOWNSPOUT - CENTER ON COLUMN 4X5 DOWNSPOUT - CENTER ON COLUMN D.S.-9  4x4 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 4x4 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-10 6x6 DOWNSPOUT - CENTER OF WALL  *SEE NOTE 6* 6x6 DOWNSPOUT - CENTER OF WALL  *SEE NOTE 6* D.S.-11  5x7 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER 5x7 DOWNSPOUT - CENTER UNDER EXISTING SCUPPER D.S.-12 4x4 DOWNSPOUT - SET ON ADJACENT WALL AND RUN HORIZONTAL HIGH ALONG WALL - SPILL TO YARD 4x4 DOWNSPOUT - SET ON ADJACENT WALL AND RUN HORIZONTAL HIGH ALONG WALL - SPILL TO YARD D.S.-13 4x4 DOWNSPOUT - TIE INTO SIDE OF EXISTING 4x6 OLD GYM DOWNSPOUT  4x4 DOWNSPOUT - TIE INTO SIDE OF EXISTING 4x6 OLD GYM DOWNSPOUT  S.B. PROVIDE NEW CONCRETE SPLASH BLOCK FOR ON-GROUND DOWNSPOUTS - SEE A4/A3.9.   PROVIDE NEW CONCRETE SPLASH BLOCK FOR ON-GROUND DOWNSPOUTS - SEE A4/A3.9.   S.D. PROVIDE REDUCERS AND CONNECTION PIECES TO TIE INTO EXISTING BOOT, TRENCH AND STORM DRAIN PROVIDE REDUCERS AND CONNECTION PIECES TO TIE INTO EXISTING BOOT, TRENCH AND STORM DRAIN SYSTEM - SEE A1/A3.9.  W.P. PROVIDE NEW WALK PAD (SPLASH PAD) FOR ON-ROOF DOWNSPOUTS - E10/A3.1 OR A10/A3.9. PROVIDE NEW WALK PAD (SPLASH PAD) FOR ON-ROOF DOWNSPOUTS - E10/A3.1 OR A10/A3.9. W.W. NEW DRAIN WILL SPILL ONTO EXISTING CONCRETE WALKWAY AS A SPLASH BLOCK WOULD BE IN THE PATH OF NEW DRAIN WILL SPILL ONTO EXISTING CONCRETE WALKWAY AS A SPLASH BLOCK WOULD BE IN THE PATH OF TRAVEL - A7/A3.9. M.A. NEW DRAIN WILL SPILL ONTO EXISTING METAL AWNING. NEW DRAIN WILL SPILL ONTO EXISTING METAL AWNING. NOTES: 1.  BACK-FILL, SOD OR MULCH ALL GROUND AREAS DISTURBED DURING DRAIN INSTALLATION OR BY PREVIOUS BACK-FILL, SOD OR MULCH ALL GROUND AREAS DISTURBED DURING DRAIN INSTALLATION OR BY PREVIOUS WASH-OUT.  FILL TO MATCH ELEVATION OF ADJACENT LAND AND ENSURE DRAINAGE AWAY FROM BUILDING.  PROTECT, REPLANT OR REPLACE ALL DISTURBED LANDSCAPING. 2. PATCH OLD MOUNTING HOLES IN MASONRY WALL FROM REMOVED D.S. BRACKETS AND SUPPORTS. PATCH OLD MOUNTING HOLES IN MASONRY WALL FROM REMOVED D.S. BRACKETS AND SUPPORTS. 3. INSTALL SCREENS AT ALL SCUPPER LOCATIONS AND GUTTERS. INSTALL SCREENS AT ALL SCUPPER LOCATIONS AND GUTTERS. 4. TAPER NEW DOWNSPOUTS WHERE NEEDED TO FIT INTO EXISTING CAST IRON BOOTS. TAPER NEW DOWNSPOUTS WHERE NEEDED TO FIT INTO EXISTING CAST IRON BOOTS. 5. SAND, PRIME AND PAINT EXISTING AND NEW CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  SAND, PRIME AND PAINT EXISTING AND NEW CAST IRON DRAIN PIPE BOOTS.  ARCHITECT TO SELECT COLOR(S).  6. NEW CAST IRON BOOT TO MATCH EXISTING SHALL BE INSTALLED AT D.S.-10 & D.S-6 LOCATION B/W "7" CAFE AND NEW CAST IRON BOOT TO MATCH EXISTING SHALL BE INSTALLED AT D.S.-10 & D.S-6 LOCATION B/W "7" CAFE AND BUILDING "3E" - PAINT.  SEE DETAIL A14/A3.9. 7. HANGERS AND STRAPS REQUIRED ON ALL GUTTERS.HANGERS AND STRAPS REQUIRED ON ALL GUTTERS.

AutoCAD SHX Text
ROOF DRAIN (R.D.)

AutoCAD SHX Text
ROOF EXPANSION JOINT

AutoCAD SHX Text
WALKWAY PADS

AutoCAD SHX Text
CONDUIT

AutoCAD SHX Text
TAPERED INSULATION RIDGE / VALLEY

AutoCAD SHX Text
TAPERED INSULATION LEVELS

AutoCAD SHX Text
ROOF EQUIPMENT CURB (w/ CRICKET)

AutoCAD SHX Text
ROOF EXHAUST FAN

AutoCAD SHX Text
ROOF PIPE PENETRATION (V.T.R.)

AutoCAD SHX Text
HEAT VENT (FLUE)

AutoCAD SHX Text
PITCH POCKET (P.P.)

AutoCAD SHX Text
ELECTRIC BOX AND CONDUIT DROP

AutoCAD SHX Text
PVC PIPE DRAIN (P.D.)

AutoCAD SHX Text
ROOF HATCH 

AutoCAD SHX Text
E

AutoCAD SHX Text
THRU-WALL OVERFLOW (O.F.)

AutoCAD SHX Text
DOWNSPOUT (COLLECTION BOX) (D.S.)

AutoCAD SHX Text
DOWNSPOUT (GUTTER) (D.S.) SPLASH BLOCK (S.B.) DRAIN BOOT AND PIPE (S.D.)

AutoCAD SHX Text
PIPING 

AutoCAD SHX Text
A

AutoCAD SHX Text
FAB

AutoCAD SHX Text
ANTENNA

AutoCAD SHX Text
FIRE ALARM BELL

AutoCAD SHX Text
EXTERIOR LIGHTING

AutoCAD SHX Text
SECURITY CAMERA

AutoCAD SHX Text
EXISTING STORM DRAIN CATCH BASIN

AutoCAD SHX Text
EXISTING STORM DRAIN LINE - APPROX.

AutoCAD SHX Text
NEW STORM DRAIN LINE - ASSUMED

AutoCAD SHX Text
ACCESS LADDER

AutoCAD SHX Text
SATELLITE

AutoCAD SHX Text
HOSE BIB

AutoCAD SHX Text
ROOF CORE SAMPLE

AutoCAD SHX Text
HB

AutoCAD SHX Text
LIGHTING ROD SYSTEM (LR)

AutoCAD SHX Text
TURBINE VENT

AutoCAD SHX Text
OVERFLOW DRAIN (O.F.)



ROOF RETRO-DRAIN DETAIL

1 1/2" = 1'-0"22009-DETAILS

LINE SET BOX

1 1/2" = 1'-0"22009-DETAILS

PADS AND WALKWAY DETAILS

1 1/2" = 1'-0"22009-DETAILS

PIPE SUPPORT DETAIL

1 1/2" = 1'-0"22009-DETAILS

VENT PIPE FLASHING DETAIL

1 1/2" = 1'-0"22009-DETAILS

INSULATED CURB DETAIL

1 1/2" = 1'-0"22009-DETAILS

WOOD CURB DETAIL

1 1/2" = 1'-0"22009-DETAILS

FLUE DETAIL

1 1/2" = 1'-0"22009-DETAILS

ROOF HATCH CURB

1 1/2" = 1'-0"22009-DETAILS

TYPICAL COVERS @ MEMBRANE T-LAPS

1 1/2" = 1'-0"22009-DETAILS

NAILER ATTACHEDMENT SCHEDULE

N.T.S.22009-DETAILS

VERTICAL FLASHING TERMINATION

N.T.S.22009-DETAILS

INSULATION ATTACHMENT PATTERNS

1 1/2" = 1'-0"22009-DETAILS

ROOF DETAILS

A3.1

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

A4 A7A1 A13A10

E4 E7E1 E13E10

J4J1 J8

AutoCAD SHX Text
NOTE:  :  1.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. 2. VERIFY EXIST. DRAIN SIZE AND ENSURE NEW DRAIN WILL ALLOW FOR ADEQ. CAPACITY.VERIFY EXIST. DRAIN SIZE AND ENSURE NEW DRAIN WILL ALLOW FOR ADEQ. CAPACITY.

AutoCAD SHX Text
WATERTIGHT SEAL TO CONNECT NEW DRAIN TO EXISTING

AutoCAD SHX Text
RECESSED SUMP PAN AND DEPRESSION FORMED w/ INSUL. BOARD AROUND EA. ROOF DRAIN TO PROVIDE SMOOTH TRANSITION

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER

AutoCAD SHX Text
6" SEAM TAPE  & LAP SEALANT

AutoCAD SHX Text
NEW DOME ASSEMBLY W/ CLAMPING RING

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
EXTEND MEMBRANE  " MIN. 12" MIN. BEYOND CLAMPING RING

AutoCAD SHX Text
TAPERED INSUL. IN SUMP w/ BONDING SURFACE

AutoCAD SHX Text
EPDM MEMBRANE FLASHING 

AutoCAD SHX Text
DRAIN SEALANT - WATER CUT-OFF MASTIC

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL.

AutoCAD SHX Text
XXXXXXX  XXXXXXX

AutoCAD SHX Text
XXXXXXXXXX XXXXXXXXX

AutoCAD SHX Text
XXXXXXX  XXXXXXX

AutoCAD SHX Text
EXIST. DRAIN BOWL & LEADER

AutoCAD SHX Text
NEOPRENE INSERT

AutoCAD SHX Text
26 GA. S.S. SOLDERED LINE SET BOX w/ 3  " 12" FLANGE

AutoCAD SHX Text
ANGLED THROAT

AutoCAD SHX Text
NOTE:  :  1.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. 2.  REMOVE ALL EXISTING PITCH POCKETS AND RESET ALL MULTI-LINE REMOVE ALL EXISTING PITCH POCKETS AND RESET ALL MULTI-LINE AREAS INTO LINE SET BOXES.

AutoCAD SHX Text
REMOVABLE SLIDE TOP w/ (2) FASTENERS ON BACK OF SLIDE TOP

AutoCAD SHX Text
CONT. LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
(2) LAYER EPDM P.S. FLASHING AROUND BOX - SET IN PRIMER

AutoCAD SHX Text
EXIST. PIPES / CONDUIT

AutoCAD SHX Text
SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
LOW EXP. FOAM

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER

AutoCAD SHX Text
PIPE OR CONDUIT PVC SLEEPER SUPPORT

AutoCAD SHX Text
SET SUPPORTS ON EPDM WALKPADS

AutoCAD SHX Text
SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
NOTE:  :  1.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. 2.  REPLACE ALL EXISTING WOOD, PVC AND SHEET METAL SUPPORTS WITH NEW RUBBER REPLACE ALL EXISTING WOOD, PVC AND SHEET METAL SUPPORTS WITH NEW RUBBER SUPPORTS SIMILAR TO "DURA-BLOK" BY EATON OR "H-BLOCK" BY ASC ENGINEERED SOLUTIONS, PROVIDE STRUTS AND COMPONENTS AS NEEDED. 3. REMOVE ALL ABANDONED AND USED STEEL PIPE SUPPORTS - EXCEPT FIRST SUPPORT REMOVE ALL ABANDONED AND USED STEEL PIPE SUPPORTS - EXCEPT FIRST SUPPORT AT EACH GAS MAIN.  RE-SUPPORT WITH NEW PIPE SUPPORTS. 4. PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW". PAINT ALL NEW AND EXISTING PIPING "SAFETY YELLOW". 5. REFER TO IFGC 415.1 AND LOCAL CODE FOR PIPE SIZE AND INTERVAL OF SUPPORT.REFER TO IFGC 415.1 AND LOCAL CODE FOR PIPE SIZE AND INTERVAL OF SUPPORT.

AutoCAD SHX Text
WATER CUT-OFF MASTIC AND CONT. SEALANT RAIN HOOD & S.S. CLAMP RING 

AutoCAD SHX Text
EPDM PROTECTIVE STRIP

AutoCAD SHX Text
SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
EXIST. HOT STACK PIPE CONT. BEAD OF  LAP SEALANT S.S. CLAMP RING  NEW INSULATED  METAL SLEEVE EPDM FLASHING  LAYERS W/ PRIMER

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER

AutoCAD SHX Text
w/o BLOCKING

AutoCAD SHX Text
NOTE:   :   1.  LARGE ROUND SECTIONS & ALL SQUARE TUBULAR SECTIONS REQ. A TWO OR MORE LARGE ROUND SECTIONS & ALL SQUARE TUBULAR SECTIONS REQ. A TWO OR MORE PIECE CLAMP. 2. PIPE EXTENSION DISTANCE ABOVE FINISH ROOF MUST MEET LOCAL CODE REQ. OF 12". PIPE EXTENSION DISTANCE ABOVE FINISH ROOF MUST MEET LOCAL CODE REQ. OF 12". 3.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES.REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES.

AutoCAD SHX Text
EXIST. PIPE

AutoCAD SHX Text
WATER CUT-OFF MASTIC AND CONT. SEALANT S.S. CLAMP RING  PRE-MOLDED PIPE SEAL

AutoCAD SHX Text
EPDM MEMB. CUT TO FIT AROUND PIPE

AutoCAD SHX Text
LOW EXP. FOAM

AutoCAD SHX Text
EPDM PRIMER

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER  

AutoCAD SHX Text
.050 PRE-FIN. COUNTER FLASHING w/ GASKETED FASTENER 8" 0.C. 6" SPLICE JOINT  & LAP SEALANT 60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE

AutoCAD SHX Text
WOOD NAILER - 250 LBS PER LN. FT. EXIST. INSULATED METAL CURB - PROVIDE NEW PROVIDE NEW CURB WHEN EXISTING  LOWER THAN 8" FOR FLASHING  

AutoCAD SHX Text
EXIST. EQUIPMENT  TO REMAIN - RAISE TO NEW CURB HEIGHTS AS NEEDED

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN W/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
.050 PRE-FIN. COUNTER FLASHING w/ GASKETED FASTENER 8" 0.C.

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
NOTE:   :   1.  LARGE ROUND SECTIONS & ALL SQUARE TUBULAR SECTIONS REQ. A TWO OR MORE LARGE ROUND SECTIONS & ALL SQUARE TUBULAR SECTIONS REQ. A TWO OR MORE PIECE CLAMP. 2. PIPE EXTENSION DISTANCE ABOVE FINISH ROOF MUST MEET LOCAL CODE REQ. OF 12". PIPE EXTENSION DISTANCE ABOVE FINISH ROOF MUST MEET LOCAL CODE REQ. OF 12". 3.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES.REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES.

AutoCAD SHX Text
NOTE:   :   1.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. 2. RAISE ALL CURBS TO 8" MIN. ABOVE FINISHED ROOF PER CODE AND WARRANTY.RAISE ALL CURBS TO 8" MIN. ABOVE FINISHED ROOF PER CODE AND WARRANTY.

AutoCAD SHX Text
NOTE:   :   1.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. 2. RAISE ALL CURBS TO 8" MIN. ABOVE FINISHED ROOF PER CODE AND WARRANTY.RAISE ALL CURBS TO 8" MIN. ABOVE FINISHED ROOF PER CODE AND WARRANTY.

AutoCAD SHX Text
EXIST. CURB - 250 LBS PER LN. FT. - PROVIDE PROVIDE NEW CURB WHEN EXISTING  LOWER THAN 8" FOR FLASHING 

AutoCAD SHX Text
CURB FLANGE ATTACHED  TO STRUCTURE

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
EXIST. EQUIPMENT  TO REMAIN - RAISE TO NEW CURB HEIGHTS AS NEEDED

AutoCAD SHX Text
30"

AutoCAD SHX Text
3"

AutoCAD SHX Text
NOTE: 1. POSITION THE WALKWAY PADS SO THAT THE FLAT SURFACE IS OVER THE POSITION THE WALKWAY PADS SO THAT THE FLAT SURFACE IS OVER THE COMPLETED EPDM MEMBRANE, SPACING EACH PAD A MINIMUM OF 1"  AND A MAXIMUM 6" FROM EACH OTHER TO ALLOW FOR DRAINAGE BETWEEN. 2.  IF INSTALLATION OF THE WALKWAY PADS IS OVER FIELD FABRICATED SEAMS, OR IF INSTALLATION OF THE WALKWAY PADS IS OVER FIELD FABRICATED SEAMS, OR WITHIN 3" OF A LAP EDGE, THE SEAM MUST BE STRIPPED IN USING 6"  BATTEN COVER. APPLY THE 6" BATTEN COVER STRIP A DISTANCE OF 6" MINIMUM PAST EACH SIDE OF THE WALKWAY PAD OVER THE FIELD SEAM. 3.  USE PROPERLY APPLIED PRIMER TO CLEAN AND PRIME THE MEMBRANE.  ALLOW USE PROPERLY APPLIED PRIMER TO CLEAN AND PRIME THE MEMBRANE.  ALLOW PRIMER TO DRY PER MANUFACTURER'S REQUIREMENTS. 4.  REMOVE THE RELEASE LINER ON THE TAPE AND PLACE THE TAPED WALKWAY PAD REMOVE THE RELEASE LINER ON THE TAPE AND PLACE THE TAPED WALKWAY PAD INTO PLACE ON THE PRIMED MEMBRANE.  WALK ON THE PAD TO ASSURE PROPER OVERALL ADHESION. 5. REQUIRED AT ALL ROOF ACCESS POINTS  REQUIRED AT ALL ROOF ACCESS POINTS  AND ROOFTOP SPLASH BLOCKS.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE

AutoCAD SHX Text
WALKWAY PAD

AutoCAD SHX Text
EXIST. METAL DECK AND STL. JOIST

AutoCAD SHX Text
TAPE & PRIMER

AutoCAD SHX Text
(2) LAYERS POLYISO BASE INSULATION - SEE TYP. NOTES

AutoCAD SHX Text
EPDM MEMBRANE ADHERED TO CURB  

AutoCAD SHX Text
OVERSIZED BACKER ROD ADHERED IN PLACE

AutoCAD SHX Text
INSUL. ROOF HATCH ENGAGE TABS

AutoCAD SHX Text
CURB FLASHING w/ 6" SPLICE JOINT - SET IN PRIMER 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE

AutoCAD SHX Text
NOTE:   :   1.  REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. REFER TO OTHER DETAILS FOR ALL TYPICAL ROOFING SYSTEM NOTES. 2. RAISE ALL CURBS TO 8" MIN. ABOVE FINISHED ROOF PER CODE AND WARRANTY.RAISE ALL CURBS TO 8" MIN. ABOVE FINISHED ROOF PER CODE AND WARRANTY.

AutoCAD SHX Text
NEW INSULATED ROOF HATCH AND CURB SIMILAR TO BILCO  

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
CURB FLANGE ATTACHED  TO STRUCTURE

AutoCAD SHX Text
XXXXXXX

AutoCAD SHX Text
XXXXXXXXXX XXXXXXXXX

AutoCAD SHX Text
XXXXXXX

AutoCAD SHX Text
EXIST. METAL DECK

AutoCAD SHX Text
EPDM FLASHING IN  BONDING ADHESIVE

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
FASTEN TO DECK

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
6" WIDE TAPE & PRIMER LAP SEALANT

AutoCAD SHX Text
NOTE:  APPLY EPDM LAP SEALANT ALONG THE LEADING EDGE OF THE MEMBRANE SPLICE COVERING  " IN ALL DIRECTIONS 12" IN ALL DIRECTIONS FROM THE SPLICE INTERSECTION AND OVERLAY WITH A 6"x6" T-JOINT COVER.  A SECOND LAYER OF 12"x12" PRESSURE-SENSITIVE T-JOINT COVER IS REQUIRED.

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
12"x12" PRESSURE-SENSITIVE T-JOINT COVER

AutoCAD SHX Text
6" WIDE FACTORY APPLIED TAPE

AutoCAD SHX Text
EPDM PRIMER

AutoCAD SHX Text
6"x6" PRESSURE-SENSITIVE T-JOINT COVER

AutoCAD SHX Text
LAP SEALANT

AutoCAD SHX Text
END LAP

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE (2) LAYERS POLYISO BASE INSULATION - STAGGER JOINTS TYP. - AS LISTED BY INDIVIDUAL ROOFING SCOPE

AutoCAD SHX Text
ROOF DETAIL GENERAL NOTE:  :  1.  CAMPUS WAS NOT ABLE TO PROVIDE DRAWINGS SHOWING EXISTING CONDITIONS FOR CAMPUS WAS NOT ABLE TO PROVIDE DRAWINGS SHOWING EXISTING CONDITIONS FOR STRUCTURE AND WALL CONSTRUCTION.  A BEST EFFORT WAS MADE TO DRAW THESE HIDDEN CONDITIONS.  DETAILS SHOW INTENT.  ACTUAL CONDITIONS WILL BE WORKED OUT IN THE FIELD TO OBTAIN A WARRANTY FROM ROOFING MANUFACTURER. 2. DETAILS SHOW TYPICAL ROOFING SYSTEMS INSTALLATION, REFER TO ROOF DETAILS SHOW TYPICAL ROOFING SYSTEMS INSTALLATION, REFER TO ROOF SPECIFIC DEMOLITION AND SCOPING NOTES FOR CHANGES DUE TO DECKING TYPE, FASTENING REQUIREMENTS, BASE SHEETS, INSULATION TYPE, ETC. 3.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 4.  PARAPET WIDTHS AND HEIGHTS VARY AT EACH LOCATION - FIELD VERIFY EACH PARAPET WIDTHS AND HEIGHTS VARY AT EACH LOCATION - FIELD VERIFY EACH CONDITION. 5. REFER TO EDGE DETAILS FOR EACH BLDG. FOR TYPICAL ROOFING SYSTEM NOTES, REFER TO EDGE DETAILS FOR EACH BLDG. FOR TYPICAL ROOFING SYSTEM NOTES, AS DECKING TYPE, INSULATION THICKNESS AND LAYERS WILL VARY PER BUILDING.

AutoCAD SHX Text
NOTE: 1.   BOTTOM LAYER OF INSULATION SHALL BE LAID DOWN IN A STAGGERED PROFILE. STAGGER & OFFSET TOP LAYER OF INSULATION FROM BOTTOM LAYER TO PREVENT ALIGNED EDGES. BOTTOM LAYER OF INSULATION SHALL BE LAID DOWN IN A STAGGERED PROFILE. STAGGER & OFFSET TOP LAYER OF INSULATION FROM BOTTOM LAYER TO PREVENT ALIGNED EDGES. 2. REFER TO SPECIFICATIONS FOR SUBMITTING MANUFACTURES ASSEMBLY LETTERS FOR REVIEW. REFER TO SPECIFICATIONS FOR SUBMITTING MANUFACTURES ASSEMBLY LETTERS FOR REVIEW. 3. BASE SHEET ATTACHEMENT TO TECTUM ROOFING IS AS FOLLOWS - INSTALL USING 2-PIECE IMPACT NAIL (TUBE-LOK) 12" O.C. AT THE MIN. 2" LAP AND 18" 0.C. AT 2 EQUALLY SPACES CENTER ROWS.BASE SHEET ATTACHEMENT TO TECTUM ROOFING IS AS FOLLOWS - INSTALL USING 2-PIECE IMPACT NAIL (TUBE-LOK) 12" O.C. AT THE MIN. 2" LAP AND 18" 0.C. AT 2 EQUALLY SPACES CENTER ROWS.

AutoCAD SHX Text
MECHANICALLY ATTACHED PATTERNS

AutoCAD SHX Text
ZONE 1 FIELD AREA - 12

AutoCAD SHX Text
ZONE 2 PERIMETER ZONES - 18

AutoCAD SHX Text
ZONE 3 CORNER ZONES - 32

AutoCAD SHX Text
ALL PERIMETER NAILERS, NEW OR EXISTING SHALL BE FASTENED IN ACCORDANCE WITH THE FOLLOWING SCHEDULE (UNLESS NOTED OTHERWISE ON DETAIL DRAWINGS)

AutoCAD SHX Text
ATTACHMENT SUBSTRATE

AutoCAD SHX Text
STRUCTURAL CONCRETE

AutoCAD SHX Text
CMU / BRICK (FASTENER INTO SOLID MATERIAL)

AutoCAD SHX Text
STEEL DECK

AutoCAD SHX Text
WOOD

AutoCAD SHX Text
NOTE: 1. FASTENERS IN 6" OR WIDER (NOM.) LUMBER SHALL BE INSTALLED IN TWO (2) ROWS, STAGGERED 1/3 OF NAILER WIDTH. FASTENERS IN 6" OR WIDER (NOM.) LUMBER SHALL BE INSTALLED IN TWO (2) ROWS, STAGGERED 1/3 OF NAILER WIDTH. 2.  TWO (2) FASTENERS SHALL BE INSTALLED WITHIN 6" OF EACH NAILER END. TWO (2) FASTENERS SHALL BE INSTALLED WITHIN 6" OF EACH NAILER END. 3.  CORNER FASTENER SPACING SHALL EXTEND 8' FROM ALL OUTSIDE BUILDING CORNERS. CORNER FASTENER SPACING SHALL EXTEND 8' FROM ALL OUTSIDE BUILDING CORNERS. 4.  WHERE TWO OR MORE NAILERS ARE INSTALLED, EACH NAILER SHALL BE FASTENED INDEPENDENTLY.  WHERE TWO OR MORE NAILERS ARE INSTALLED, EACH NAILER SHALL BE FASTENED INDEPENDENTLY.  5. OVER ALL DECK TYPES, THE BOTTOM NAILER SHALL BE FASTENED USING THE SPECIFIED FASTENERS AND 5/8" OVER ALL DECK TYPES, THE BOTTOM NAILER SHALL BE FASTENED USING THE SPECIFIED FASTENERS AND 5/8" DIAMETER WASHERS. COUNTERSINK WASHERS AND FASTENERS LEVEL WITH TOP OF WOOD USING SPADE BIT OR SIMILAR METHOD.  FASTEN SUBSEQUENT NAILERS, WHERE SPECIFIED, USING THE SPECIFIED SCREWS WITHOUT WASHERS. 6. FASTENER TYPES ARE DETERMINED BY SUBSTRATE MATERIALS AND SECTION 06 10 00. FASTENER TYPES ARE DETERMINED BY SUBSTRATE MATERIALS AND SECTION 06 10 00. 7. NAILERS SHALL BE INSTALLED WITH 1/4" GAP BETWEEN ENDS OF ADJOINING PIECES. NAILERS SHALL BE INSTALLED WITH 1/4" GAP BETWEEN ENDS OF ADJOINING PIECES. 8. FASTENERS, INCLUDING NUTS AND WASHERS, FOR FIRE-RETARDANT-TREATED WOOD USED IN EXTERIOR APPLICATIONS FASTENERS, INCLUDING NUTS AND WASHERS, FOR FIRE-RETARDANT-TREATED WOOD USED IN EXTERIOR APPLICATIONS OR WET/DAMP LOCATIONS SHALL BE OF HOT-DIPPED ZINC-COATED GALVANIZED STEEL, STAINLESS STEEL, SILICON BRONZE OR COPPER.  FASTENERS OTHER THAN NAILS, TIMBER RIVETS, WOOD AND LAG SCREWS SHALL BE PERMITTED TO BE OF MECHANICALLY DEPOSITED ZINC-COATED STEEL WITH COATING WEIGHTS PER ASTM B 695, CLASS 55 MIN.  9. REFER TO SECTION 06 10 00 FOR ADDITIONAL REQUIREMENTS.REFER TO SECTION 06 10 00 FOR ADDITIONAL REQUIREMENTS.

AutoCAD SHX Text
12" O.C.

AutoCAD SHX Text
12" O.C.

AutoCAD SHX Text
12" O.C.

AutoCAD SHX Text
12" O.C.

AutoCAD SHX Text
6" O.C.

AutoCAD SHX Text
6" O.C.

AutoCAD SHX Text
6" O.C.

AutoCAD SHX Text
6" O.C.

AutoCAD SHX Text
PERIMETER FASTENER SPACING (MAXIMUM)

AutoCAD SHX Text
CORNER FASTENER SPACING (MAXIMUM)

AutoCAD SHX Text
ADDITIONAL NAILER(S) FASTEN WITHOUT WASHERS - COUNTERSINK 

AutoCAD SHX Text
BOTTOM NAILER FASTEN WITH WASHERS - COUNTERSINK 

AutoCAD SHX Text
SUBSTRATE

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
CONT. LAP SEALANT S.S. CLAMP RING 

AutoCAD SHX Text
EPDM PROTECTIVE STRIP

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
(2) LAYER EPDM FLASHING AROUND TUBE - SET IN PRIMER

AutoCAD SHX Text
EXIST. STRUCTURAL SUPPORT AND BASE PLATE

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER

AutoCAD SHX Text
NOTE:   :   1.  LARGE ROUND SECTIONS &ALL SQUARE TUBULAR SECTIONS REQ. A TWO OR MORE LARGE ROUND SECTIONS &ALL SQUARE TUBULAR SECTIONS REQ. A TWO OR MORE PIECE CLAMP. 2. REFER TO SCOPING NOTES  FOR EACH BLDG. FOR TYPICAL ROOFING SYSTEM NOTES, REFER TO SCOPING NOTES  FOR EACH BLDG. FOR TYPICAL ROOFING SYSTEM NOTES, AS DECKING TYPE, INSULATION THICKNESS AND LAYERS WILL VARY PER BUILDING.

AutoCAD SHX Text
EXISTING METAL  DECK & STL. JOIST - TYP.

AutoCAD SHX Text
ZONE 3 CORNER

AutoCAD SHX Text
ADHESIVE APPLICATION - I.S.O. FIX II @ CONT. .75" RIBBONS

AutoCAD SHX Text
ZONE 1 FIELD

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
FLAT ZONES

AutoCAD SHX Text
ZONE 2 PERIMETER

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
HIPPED ZONES

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
3



PARAPET DETAIL

1 1/2" = 1'-0"22009-DETAILS

5A WALL @ EXP. JOINT

1 1/2" = 1'-0"22009-DETAILS

5A WALL @ EXP. JOINT

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL DETAIL

1 1/2" = 1'-0"22009-DETAILS

PARAPET @ SCUPPER

1 1/2" = 1'-0"22009-DETAILS

PARAPET DETAIL @ COMP DECK

1 1/2" = 1'-0"22009-DETAILS

PARAPET @ SCUPPER

1 1/2" = 1'-0"22009-DETAILS

3D PARAPET @ EXISTING EXP. JOINT

1 1/2" = 1'-0"22009-DETAILS

ROOF EXPANSION JOINT 

1 1/2" = 1'-0"22009-DETAILS

WALL EXPANSION JOINT COVER

1 1/2" = 1'-0"22009-DETAILS

VERTICAL EXPANSION JOINT @ 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

VERTICAL EXPANSION JOINT

1 1/2" = 1'-0"22009-DETAILS

ROOF 4 SUPPORT WALL PARAPET 

1 1/2" = 1'-0"22009-DETAILS

ROOF DETAILS

A3.2

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

E13

A13A4 A8A1

E4 E8E1

J13J4 J7J1 J10

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
(2) LAYERS OF EPDM FLASHING IN BONDING ADHESIVE 6" SPLICE JOINT  & LAP SEALANT

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2x F.R.T. WD. CURB

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
NOTE:   :   1.  REFER TO EDGE DETAILS FOR EACH BLDG. FOR TYPICAL ROOFING SYSTEM NOTES, AS REFER TO EDGE DETAILS FOR EACH BLDG. FOR TYPICAL ROOFING SYSTEM NOTES, AS DECKING TYPE, INSULATION THICKNESS AND LAYERS WILL VARY PER BUILDING.

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSULATION, FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSULATION, FLASHING AND COUNTERFLASHING. 5. REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
EXIST. MASONRY WALL 1" S.S. TERMINATION BAR w/ EXP ANCHORS @  6" O.C. - POLY SEALANT FULL PERIMETER INSTALL NEW BRICKS TO MATCH EXIST. LINE OF END DAM BEYOND SELF-ADHERING THRU-WALL FLASHING  ON PRIMED SUBSTRATES FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING RECEIVER SET IN FULL BED OF TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C. 1" S.S. TERMINATION BAR W/ EXP ANCHORS  @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT FILL CAVITY w/ NEW RIGID INSUL.  TO SUPPORT FLASHING

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
EXISTING FLASHING - PAINT 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
NOTE:   :   1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2. PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 3.  ALL EXPOSED METAL SHALL BE PRE-FIN. BY ALL EXPOSED METAL SHALL BE PRE-FIN. BY MANUF.

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
NEW WELDED SCUPPER SLEEVE w/ BACKER ROD & CAULK ALL SIDES

AutoCAD SHX Text
SCUPPER BOTTOM HEM

AutoCAD SHX Text
CAULK TOP HEM

AutoCAD SHX Text
FACE PLATE w/ FASTENERS AND RIVETS

AutoCAD SHX Text
5" FLASHING ON CORNER FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
SCUPPER FASTENER 4" O.C. w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
9" FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
ROOFING FASTENER 4" O.C. INTO DECK w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
CAULK ALONG ALL EPDM FLASHING EDGES

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
REFER TO COLLECTOR BOX DETAILS FOR NOTES

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
EXISTING FLASHING AND WEEPS TO REMAIN OPEN

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING FLASHING TO REMAIN - PAINT 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
EXISTING THRU-WALL AND WEEPS TO REMAIN OPEN

AutoCAD SHX Text
INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
CENTER SCUPPER OPENING WITH 4 FT. "Y" TAPERED PANEL SUMP 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-25 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING CMU WALL 

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET AND SEAL

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
14"/FT. TAPERED INSULATION

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
NOTE:   :   1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2. PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 3.  ALL EXPOSED METAL SHALL BE PRE-FIN. BY ALL EXPOSED METAL SHALL BE PRE-FIN. BY MANUF.

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
NEW WELDED SCUPPER SLEEVE w/ BACKER ROD & CAULK ALL SIDES

AutoCAD SHX Text
SCUPPER BOTTOM HEM

AutoCAD SHX Text
CAULK TOP HEM

AutoCAD SHX Text
FACE PLATE w/ FASTENERS AND RIVETS

AutoCAD SHX Text
5" FLASHING ON CORNER FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
SCUPPER FASTENER 4" O.C. w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
9" FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
ROOFING FASTENER 4" O.C. INTO DECK w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
CAULK ALONG ALL EPDM FLASHING EDGES

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
REFER TO COLLECTOR BOX DETAILS FOR NOTES

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
CENTER SCUPPER OPENING WITH 4 FT. "Y" TAPERED PANEL SUMP 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 3. INSTALL EPDM WASHERS WHERE EXPOSED  INSTALL EPDM WASHERS WHERE EXPOSED  

AutoCAD SHX Text
EXISTING CMU PARAPET WALL 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - EXTEND BACK MIN. 8 FEET ON NON-VISIBLE SIDE - SEE PLANS

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
EXIST. ROOFING MEMBRANE TO REMAIN

AutoCAD SHX Text
EXIST. ROOF AND ROOFING SYSTEM TO REMAIN

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT SYSTEM

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
(CONT):  :  FASTENERS ARE REQ., ENCAP. IN CAULK. 4. FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXIST. COMPOSITE DECK - CLEAN FOR PROPER BONDING

AutoCAD SHX Text
EXIST. COMP. DECK - CLEAN FOR PROPER BONDING

AutoCAD SHX Text
EXISTING STL. JOIST

AutoCAD SHX Text
EXIST. COMPOSITE DECK - CLEAN FOR PROPER BONDING

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
OPEN T-SHAPED MASONRY SCUPPER TO FULL WIDTH 

AutoCAD SHX Text
EXTERIOR SIDE

AutoCAD SHX Text
INTERIOR SIDE

AutoCAD SHX Text
EXTERIOR SIDE

AutoCAD SHX Text
EXTERIOR SIDE

AutoCAD SHX Text
NOTE:  :  1.  C/S GROUP EXTERIOR WALL EXPANSION C/S GROUP EXTERIOR WALL EXPANSION JOINT COVER - ASMC-100X.  REMOVE OLD WOOD TRIM COVER AND FIELD VERIFY ACTUAL CONDITIONS AND 1" JOINT DIMENSION.

AutoCAD SHX Text
CONT. ALUMINUM  BACK CLIP w/ 3/16" x 1-3/4" TAPPER 18" O.C. 

AutoCAD SHX Text
GALVANIZED ATTACHMENT ANGLE

AutoCAD SHX Text
CONTINUOUS ALUMINUM COVER PLATE w/ DUROFLEX GASKETS

AutoCAD SHX Text
EXISTING BRICK VENEER 

AutoCAD SHX Text
EXISTING BLOCK WALL 

AutoCAD SHX Text
8" WIDE POLYETHYLENE VAPOR BARRIER

AutoCAD SHX Text
EXTERIOR SIDE

AutoCAD SHX Text
EXT. SIDE

AutoCAD SHX Text
EXT. SIDE

AutoCAD SHX Text
INTERIOR SIDE

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING BLOCK WALL 

AutoCAD SHX Text
EXISTING BRICK VENEER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
REFER TO J13/A3.3, A1/A3.6 AND E5/A3.9 FOR TERMINATION DETAILS

AutoCAD SHX Text
EXTERIOR SIDE

AutoCAD SHX Text
HORIZONTAL EXP. JOINT BELOW

AutoCAD SHX Text
EXTERIOR SIDE

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING BLOCK WALL 

AutoCAD SHX Text
EXISTING BRICK VENEER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
HORIZONTAL EXP. JOINT BELOW

AutoCAD SHX Text
HORIZONTAL EXP. JOINT BELOW

AutoCAD SHX Text
SEE E5/A3.6 FOR TERMINATION DETAILS

AutoCAD SHX Text
ROOF EDGE BELOW - SEE DETAILS

AutoCAD SHX Text
GUTTER BELOW - SEE DETAILS



3E PARAPET @ EXISTING EXP. JOINT - 4-HR

1 1/2" = 1'-0"22009-DETAILS

3E ROOF EDGE @ GUTTER

1 1/2" = 1'-0"22009-DETAILS

3E HIGH ROOF EDGE 

1 1/2" = 1'-0"22009-DETAILS

3E PARAPET @ EXISTING EXP. JOINT

1 1/2" = 1'-0"22009-DETAILS

CHANGE AT FACADE ELEVATION

1 1/2" = 1'-0"22009-DETAILS

PARAPET RETURN

1 1/2" = 1'-0"22009-DETAILS

3E PARAPET @ EXISTING 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

ROOF 8D @ EXISTING EXP. JOINT - 4-HR

1 1/2" = 1'-0"22009-DETAILS

3E ELEVATOR ROOF EDGE 

1 1/2" = 1'-0"22009-DETAILS

3E ELEVATOR LOW EDGE

1 1/2" = 1'-0"22009-DETAILS

8D ROOF EDGE @ GUTTER

1 1/2" = 1'-0"22009-DETAILS

8E ROOF EDGE @ GUTTER

1 1/2" = 1'-0"22009-DETAILS

ROOF DETAILS

A3.3

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

E1 E5 E9 F13

J13

A13A1

J1 J5 J9

A5 A9

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 3. INSTALL EPDM WASHERS WHERE EXPOSED  INSTALL EPDM WASHERS WHERE EXPOSED  

AutoCAD SHX Text
EXISTING CMU PARAPET WALL 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - EXTEND BACK MIN. 8 FEET ON NON-VISIBLE SIDE - SEE PLANS

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
EXIST. ROOFING MEMBRANE TO REMAIN

AutoCAD SHX Text
EXIST. ROOF AND ROOFING SYSTEM TO REMAIN

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT SYSTEM

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
(CONT):  :  FASTENERS ARE REQ., ENCAP. IN CAULK. 4. FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X10" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x6 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 

AutoCAD SHX Text
EXISTING DOUBLE WYTHE BRICK PARAPET WALL 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - EXTEND BACK MIN. 8 FEET ON NON-VISIBLE SIDE - SEE PLANS

AutoCAD SHX Text
EXIST. ROOFING MEMBRANE TO REMAIN

AutoCAD SHX Text
EXIST. ROOF AND ROOFING SYSTEM TO REMAIN

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT SYSTEM

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
(CONT):  :  3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
CORNER

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
EXTEND EDGE METAL BACK 8'-0" MIN. ON NON-VISIBLE SIDE

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE - EXTEND UP WALL AND LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
TOP OF PARAPET -  LAP 60 MIL. MEMBRANE OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
CORNER RETURN ON NON-VISIBLE SIDE

AutoCAD SHX Text
LOWER PARAPET WALL  OR ROOF EDGE

AutoCAD SHX Text
PRE-FIN METAL TERMINATION FASTENED @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
TOP & BOTTOM

AutoCAD SHX Text
SELF-ADHERED COVER FLASHING

AutoCAD SHX Text
**SEE E5/A3.9**

AutoCAD SHX Text
CORNER

AutoCAD SHX Text
TOP & BOTTOM

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
RETURN EDGE METAL ON WALL FACE OF PARAPET

AutoCAD SHX Text
PRE-FIN METAL TERMINATION FASTENED @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
SELF-ADHERED COVER FLASHING

AutoCAD SHX Text
**SEE E5/A3.9**

AutoCAD SHX Text
RETURN MEMBRANE ON WALL FACE OF PARAPET

AutoCAD SHX Text
EXISTING BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. CONT. BOX GUTTER AND DOWNSPOUT - REF. SCHED.

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FIELD VERIFY

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSULATION, FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSULATION, FLASHING AND COUNTERFLASHING. 5. REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
INSTALL NEW BRICKS TO MATCH EXIST. LINE OF END DAM BEYOND FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING  RECEIVER SET IN FULL BED OF  TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
1" S.S. TERMINATION BAR w/ EXP ANCHORS @ 6" O.C. - POLY SEALANT FULL PERIMETER

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
SELF-ADHERING THRU-WALL FLASHING ON PRIMED SUBSTRATES

AutoCAD SHX Text
LINE OF EXIST. PARPAET BEYOND - COORD. HGT. OF THRU-WALL ABOVE AND CONT. TO FACE OF WALL

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE UP WALL AND LAP OVER ROOF EDGE

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FIELD VERIFY

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD. AND LAP OVER SIDE LAYER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD. AND LAP OVER SIDE LAYER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE UP WALL AND LAP OVER ROOF EDGE

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE PLANS

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X7" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x6 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X6" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x6 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 



SIDE OLD GYM ROOF TRANSITION - 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

SIDE OLD GYM SCUPPER

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL DETAIL @ 4C - 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

4C WALL @ EXPANSION JOINT

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL DETAIL @ 4B TO REMAIN

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL DETAIL @ 4B RAISE

1 1/2" = 1'-0"22009-DETAILS

OLD GYM WALL @ WINDOWS

1 1/2" = 1'-0"22009-DETAILS

4B ROOF EDGE @ GUTTER

1 1/2" = 1'-0"22009-DETAILS

HIDDEN PARAPET w/ EXPASION - 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

HIDDEN PARAPET - 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

DOUBLE EXPASION - 4-HR FIREWALL

1 1/2" = 1'-0"22009-DETAILS

GYM WALL @ EXP. JOINT

1 1/2" = 1'-0"22006-DETAILS

ROOF DETAILS

A3.4

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

A9

E9

J9

A5A1

E1 E5

J5J1 J13

E13

A13

AutoCAD SHX Text
NOTE:  :  1.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. 2. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 3. FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE. FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE. 4. INFILL SIDE OF HIGH PARAPET WITH MINERAL WOOL AND BRICK MATCH.

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. 5. REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
REMOVE PROJECTED BRICK LOCATED IN SAME COURSING AS DEMOED BRICK AND RELAY NEW BRICK FLUSH IN WALL  - LEAVE UPPER PROJECTED BRICK. INSTALL NEW BRICKS TO MATCH EXIST. SELF-ADHERING THRU-WALL FLASHING  ON PRIMED SUBSTRATES FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING RECEIVER SET IN FULL BED OF TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C. 1" S.S. TERMINATION BAR W/ EXP ANCHORS  @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXIST. MASONRY WALL 1" S.S. TERMINATION BAR w/ EXP ANCHORS @  6" O.C. - POLY SEALANT FULL PERIMETER LINE OF END DAM BEYOND - INSTALL (2) END DAMS, ONE AT SOUTH ROOF EDGE AND ONE AT BUILDING WALL NORTH CONTROL JOINT  FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING FLASHING TO REMAIN - PAINT 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
EXISTING THRU-WALL AND WEEPS TO REMAIN OPEN

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
INFILL SLOPE WITH INVERSE TAPER LEVEL  THEN INSTALL  " TAPER 14" TAPER BACK TO ROOF DRAINS

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
NOTE:  :  1.  FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
DEMO LOWER PARAPET TO SAME COURSE LEVEL WITH NEW ADJ. THRU-WALL - SEE J1/A3.4

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET AND SEAL

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, INSULATION AND BARRIERS

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - COORD. HGT. WITH BOTH ROOF LEVELS

AutoCAD SHX Text
EXIST. BLDG. EXP. JOINT

AutoCAD SHX Text
EXIST. 1x WD. DECK BOARDS AND JOISTS 

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, INSULATION AND BARRIERS

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
EXIST. BLDG. EXP. JOINT

AutoCAD SHX Text
EXIST. 1x WD. DECK BOARDS AND JOISTS 

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - COORD. HGT. WITH BOTH ROOF LEVELS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
INFILL TOP OF PARAPET WALL WITH BRICK AS NEEDED

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
INFILL SIDE WALL OF LOW PARAPET WALL WITH BRICK PRIOR TO WRAPPING IN MEMBRANE

AutoCAD SHX Text
INFILL SIDE WALL OF HIGH   PARAPET WITH BRICK MATCH AFTER DEMO OF LOWER PARAPET

AutoCAD SHX Text
NOTE:  :  1.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. 2. FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
24 GA. PRE-FIN METAL COUNTER FLASHING w/ CONT. BEAD OF SEALANT 

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
EXISTING WINDOW TO REMAIN - SEE ALT #1 SEE ALT #1 FOR NEW WINDOWS AND DETAILS F9 & A13/ A3.8 

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
EXISTING STONE SILL TO REMAIN

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXIST. 1x WD. DECK BOARDS AND JOISTS 

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
NOTE:  INSTALL   INSTALL WATERPROOFING ON ALL 3 SIDES OF "OLD GYM" MASONRY WALLS ABOVE SAW-CUT FLASHING

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
NOTE:  :  1.  FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING FLASHING TO REMAIN - PAINT 

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
EXISTING THRU-WALL AND WEEPS TO REMAIN OPEN

AutoCAD SHX Text
INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
CRICKET AGAINST WALL FOR DRAINAGE TO SIDE WALL SCUPPER AND GUTTER

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
EXIST. 1x WD. DECK BOARDS AND JOISTS 

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
NOTE:  :  1.  **ALIGN NEW THRU-WALL WITH ADJACENT SYSTEM.  SEE J9/A3.4 FOR LOCATION **ALIGN NEW THRU-WALL WITH ADJACENT SYSTEM.  SEE J9/A3.4 FOR LOCATION *ALIGN NEW THRU-WALL WITH ADJACENT SYSTEM.  SEE J9/A3.4 FOR LOCATION 2. MASONRY CONTRACTOR TO TEMP. SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMP. SUPPORT BRICKS ABOVE. 3. REMOVE EXIST. BRICKS AS REQ. TO INSTALL  REMOVE EXIST. BRICKS AS REQ. TO INSTALL  NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSUL., FLASHING & C.F.REMOVE EXIST. WALL INSUL., FLASHING & C.F.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
SELF-ADHERING THRU-WALL FLASHING  ON PRIMED SUBSTRATES FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING RECEIVER SET IN FULL BED OF TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C. 1" S.S. TERMINATION BAR W/ EXP ANCHORS  @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
1" S.S. TERMINATION BAR w/ EXP ANCHORS @  6" O.C. - POLY SEALANT FULL PERIMETER LINE OF END DAM BEYOND - INSTALL END DAMS AT ALL TERMINATIONS AND HEIGHT CHANGES  FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
INSTALL NEW BRICKS TO MATCH EXIST.

AutoCAD SHX Text
EXIST. MASONRY WALL

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXIST. 1x WD. DECK BOARDS AND JOISTS 

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, AND EXPANSION JTS.

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X7" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x6 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
NOTE:  :  1.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. 2. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 3. FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.FIELD SEAMS LOCATED OVER THE EXP. JT. WILL REQ. 5" SEAM FLASHING TO EXTEND 3" PAST EACH ANGLE CHANGE.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET AND SEAL

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, INSULATION AND BARRIERS

AutoCAD SHX Text
4-WAY TAPERED INSULATION DESIGN TO ROOF DRAINS ON TOP OF BASE INSUL.

AutoCAD SHX Text
NOTE:  :  1.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY. 2. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET AND SEAL

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, INSULATION AND BARRIERS

AutoCAD SHX Text
EXIST. ROOFING MEMBRANE TO REMAIN

AutoCAD SHX Text
EXIST. ROOF AND ROOFING SYSTEM TO REMAIN

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT SYSTEM

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, INSULATION AND BARRIERS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
24 GA. PRE-FIN METAL COUNTER FLASHING w/ CONT. BEAD OF SEALANT 3" MIN.

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
NOTE:  INSTALL   INSTALL WATERPROOFING ON ALL 3 SIDES OF "OLD GYM" MASONRY WALLS ABOVE SAW-CUT FLASHING

AutoCAD SHX Text
4-WAY TAPERED INSULATION DESIGN TO ROOF DRAINS ON TOP OF BASE INSUL.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET AND SEAL

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
4-WAY TAPERED INSULATION DESIGN TO ROOF DRAINS ON TOP OF BASE INSUL.

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER



PARAPET @ NEW GYMNASIUM

1 1/2" = 1'-0"22009-DETAILS

SCUPPER @ LOCKER ROOM

1 1/2" = 1'-0"22009-DETAILS

PARAPET @ LOCKER ROOM

1 1/2" = 1'-0"22009-DETAILS

SCUPPER @ NEW GYM

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL @ NEW GYMNASIUM

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL @ LOCKER TOOM

1 1/2" = 1'-0"22009-DETAILS

PARAPET @ 4-WAY TAPER ROOF

1 1/2" = 1'-0"22009-DETAILS

DOUBLE EXPANSION @ NEW GYMNASIUM 4-HR

1 1/2" = 1'-0"22009-DETAILS

ROOF DETAILS

A3.5

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

D9

J10

D1 D5

J5J1 J13

D13

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING 20 GA. ACOUSTIC DECK &  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
NOTE:   :   1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2. PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 3.  ALL EXPOSED METAL SHALL BE PRE-FIN. BY ALL EXPOSED METAL SHALL BE PRE-FIN. BY MANUF.

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
NEW WELDED SCUPPER SLEEVE w/ BACKER ROD & CAULK ALL SIDES

AutoCAD SHX Text
SCUPPER BOTTOM HEM

AutoCAD SHX Text
CAULK TOP HEM

AutoCAD SHX Text
FACE PLATE w/ FASTENERS AND RIVETS

AutoCAD SHX Text
5" FLASHING ON CORNER FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
SCUPPER FASTENER 4" O.C. w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
9" FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
ROOFING FASTENER 4" O.C. INTO DECK w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
CAULK ALONG ALL EPDM FLASHING EDGES

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
REFER TO COLLECTOR BOX DETAILS FOR NOTES

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
CENTER SCUPPER OPENING WITH 4 FT. "Y" TAPERED PANEL SUMP - ADD ROW OF TAPER TO MEET BASE INSUL. HEIGHT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
NOTE:   :   1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2. PARAPETS VARY - FIELD VERIFY. PARAPETS VARY - FIELD VERIFY. 3.  ALL EXPOSED METAL SHALL BE PRE-FIN. BY MANUF.ALL EXPOSED METAL SHALL BE PRE-FIN. BY MANUF.

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
NEW WELDED SCUPPER SLEEVE w/ BACKER ROD & CAULK ALL SIDES

AutoCAD SHX Text
SCUPPER BOTTOM HEM

AutoCAD SHX Text
CAULK TOP HEM

AutoCAD SHX Text
FACE PLATE w/ FASTENERS AND RIVETS

AutoCAD SHX Text
5" FLASHING ON CORNER FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
SCUPPER FASTENER 4" O.C. w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
9" FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
ROOFING FASTENER 4" O.C. INTO DECK w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
CAULK ALONG ALL EPDM FLASHING EDGES

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
REFER TO COLLECTOR BOX DETAILS FOR NOTES

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
CENTER SCUPPER OPENING WITH 4 FT. "Y" TAPERED PANEL SUMP 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS 

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING 8" PRE-CAST CONC. PLANKS

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
EXISTING 20 GA. ACOUSTIC ACOUSTIC DECK & STL. JOIST

AutoCAD SHX Text
EXISTING 8" PRE-CAST CONC. PLANKS

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. 5. REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
INSTALL NEW BRICKS TO MATCH EXIST. SELF-ADHERING THRU-WALL FLASHING  ON PRIMED SUBSTRATES FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING RECEIVER SET IN FULL BED OF TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C. 1" S.S. TERMINATION BAR W/ EXP ANCHORS  @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXIST. MASONRY WALL 1" S.S. TERMINATION BAR w/ EXP ANCHORS @  6" O.C. - POLY SEALANT FULL PERIMETER LINE OF END DAM BEYOND - INSTALL (2) END DAMS, ONE AT SOUTH ROOF EDGE AND ONE AT BUILDING WALL NORTH CONTROL JOINT  FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND INSPECT EXISTING WALLS, WEEPS AND THRU-WALL FLASHING TO DETERMINE ACTUAL HEIGHT OF NEW FLASHING AND TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. 5. REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
INSTALL NEW BRICKS TO MATCH EXIST. SELF-ADHERING THRU-WALL FLASHING  ON PRIMED SUBSTRATES FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING RECEIVER SET IN FULL BED OF TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C. 1" S.S. TERMINATION BAR W/ EXP ANCHORS  @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXIST. MASONRY WALL 1" S.S. TERMINATION BAR w/ EXP ANCHORS @  6" O.C. - POLY SEALANT FULL PERIMETER LINE OF END DAM BEYOND - INSTALL (2) END DAMS, ONE AT SOUTH ROOF EDGE AND ONE AT BUILDING WALL NORTH CONTROL JOINT  FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING 8" PRE-CAST CONC. PLANKS

AutoCAD SHX Text
4-WAY TAPERED INSULATION DESIGN TO ROOF DRAINS ON TOP OF BASE INSUL.

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
4-WAY TAPERED INSULATION DESIGN TO ROOF DRAINS ON TOP OF BASE INSUL.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET AND SEAL

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
SEE TYP. NOTES FOR ROOFING, FASTENING, INSULATION AND BARRIERS

AutoCAD SHX Text
EXP. JT. - SEE TYP. NOTES

AutoCAD SHX Text
INFILL SLOPE WITH INVERSE TAPER LEVEL  THEN INSTALL  " TAPER 14" TAPER BACK TO ROOF DRAINS

AutoCAD SHX Text
4-WAY TAPERED INSULATION DESIGN TO ROOF DRAINS ON TOP OF BASE INSUL.



EXIST. COPING DETAIL - REMOVED

1 1/2" = 1'-0"22009-DETAILS

NEW COPING DETAIL - OPENING

1 1/2" = 1'-0"22009-DETAILS

NEW COPING DETAIL - AUD

1 1/2" = 1'-0"22009-DETAILS

PARAPET DETAIL @ AUD. WING

1 1/2" = 1'-0"22009-DETAILS

SCUPPER AND GUTTER DETAIL

1 1/2" = 1'-0"22009-DETAILS

THRU-WALL TO REMAIN

1 1/2" = 1'-0"22009-DETAILS

AUD. WING @ GUTTER

1 1/2" = 1'-0"22009-DETAILS

AUD. WING @ LOW ROOF

1 1/2" = 1'-0"22009-DETAILS

NEW COPING DETAIL - CURVED COLONNADE

1 1/2" = 1'-0"22009-DETAILS

ROOF 8C @ AT HIGH WALL

1 1/2" = 1'-0"22009-DETAILS

HI / LOW ROOF TRANSITION

1 1/2" = 1'-0"22009-DETAILS

IN-FILL INTERNAL GUTTER

1 1/2" = 1'-0"22009-DETAILS

IN-FILL INTERNAL GUTTER FOR NEW GUTTER

1 1/2" = 1'-0"22009-DETAILS

ROOF DETAILS

A3.6

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

A5A1 A13A9

F5F1 F13F9

K1 K10K4 K7 K13

AutoCAD SHX Text
EXIST. INSULATION TO REMAIN

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
EXISTING BLOCKING TO REMAIN

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING ROOFING SYSTEM UNDER WARRANTY - TO REMAIN 

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
PRE-FIN 24 GA. COPING w/  STANDING SEAM SEALS - SEE J6/A3.9 FOR STANDARD NOTES

AutoCAD SHX Text
22 GA. CONT. CLEAT FASTEN TO SUBSTRATE

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD. BOTH SIDES

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
OR MATCH ADJ.

AutoCAD SHX Text
EXISTING BRICK VENEER WALL 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
PRE-FIN 24 GA. COPING w/  STANDING SEAM SEALS - SEE J6/A3.9 FOR STANDARD NOTES

AutoCAD SHX Text
22 GA. CONT. CLEAT FASTEN TO SUBSTRATE

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING TECTUM DECKING ON STL. JOIST

AutoCAD SHX Text
MECH. FASTENED BASE SHEET 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
5" FLASHING ON CORNER FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
SCUPPER FASTENER 4" O.C. w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
9" FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
ROOFING FASTENER 4" O.C. INTO DECK w/ CONT. BEAD OF WATER BLOCK

AutoCAD SHX Text
CENTER SCUPPER OPENING WITH 4 FT. "Y" TAPERED PANEL SUMP 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
NEW WELDED SCUPPER SLEEVE w/ BACKER ROD & CAULK ALL SIDES

AutoCAD SHX Text
SCUPPER BOTTOM HEM

AutoCAD SHX Text
CAULK TOP HEM

AutoCAD SHX Text
FACE PLATE w/ FASTENERS AND RIVETS

AutoCAD SHX Text
CAULK ALONG ALL EPDM FLASHING EDGES

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 5"X5" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x4 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING TECTUM DECKING ON STL. JOIST

AutoCAD SHX Text
MECH. FASTENED BASE SHEET 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
EXISTING FLASHING TO REMAIN - PAINT 

AutoCAD SHX Text
EXISTING THRU-WALL AND WEEPS TO REMAIN OPEN

AutoCAD SHX Text
INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
PRE-FIN 24 GA. COPING w/  STANDING SEAM SEALS - SEE J6/A3.9 FOR STANDARD NOTES

AutoCAD SHX Text
22 GA. CONT. CLEAT FASTEN TO SUBSTRATE

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD. BOTH SIDES

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
OR MATCH ADJ.

AutoCAD SHX Text
EXISTING BRICK VENEER WALL 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X6" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x6 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING TECTUM DECKING ON STL. JOIST

AutoCAD SHX Text
MECH. FASTENED BASE SHEET 

AutoCAD SHX Text
ALIGN EPDM WALKPADS UNDER ALL D.S. SPILLING ONTO ROOFTOPS

AutoCAD SHX Text
INSTALL NEW 24 GA. GALV. PRE-FIN. ALUM. DOWNSPOUT w/ HANGERS AT 10'-0" O.C. MAX. - REF. SCHED. FOR SIZE AND TYPE

AutoCAD SHX Text
OPEN ELBOW TO SPILL  

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT. DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXIST. WALLS, WEEPS & THRU-WALL FLASHING TO DETERMINE HEIGHT OF NEW FLASHING & TERMINATION. INSPECT EXIST. WALLS, WEEPS & THRU-WALL FLASHING TO DETERMINE HEIGHT OF NEW FLASHING & TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. 5. REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.REFER TO ADJACENT PARAPET WALL FOR HEIGHT ALIGNMENT.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
INSTALL NEW BRICKS TO MATCH EXIST. LINE OF END DAM BEYOND FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING  RECEIVER SET IN FULL BED OF  TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
1" S.S. TERMINATION BAR w/ EXP ANCHORS @ 6" O.C. - POLY SEALANT FULL PERIMETER

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
EXISTING CMU WALL 

AutoCAD SHX Text
SELF-ADHERING THRU-WALL FLASHING ON PRIMED SUBSTRATES

AutoCAD SHX Text
LINE OF EXIST. PARPAET BEYOND - COORD. HGT. OF THRU-WALL ABOVE AND CONT. TO FACE OF WALL

AutoCAD SHX Text
PAINT EXISTING STEEL COLONNADE AND SLIDING DOORS TO MATCH NEW METAL WALL PANELS

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
EXISTING CMU WALL 

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
9" FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
TAPERED CRICKET BACK TO WALL

AutoCAD SHX Text
NOTE:  :  1.  INSPECT EXIST. WALLS, WEEPS & THRU-WALL FLASHING TO DETERMINE HEIGHT OF NEW FLASHING & TERMINATION. INSPECT EXIST. WALLS, WEEPS & THRU-WALL FLASHING TO DETERMINE HEIGHT OF NEW FLASHING & TERMINATION. 2. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. MASONRY CONTRACTOR TO TEMPORARILY SUPPORT BRICKS ABOVE. 3. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. REMOVE EXISTING BRICKS AS REQ. TO INSTALL NEW THRU-WALL FLASHING SYSTEM. 4. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. REMOVE EXIST. WALL INSUL., FLASHING AND COUNTERFLASHING. 5. CLOSE OFF DRAINS AND BACKFILL EXIST. INTERNAL GUTTER WITH INSULATION.CLOSE OFF DRAINS AND BACKFILL EXIST. INTERNAL GUTTER WITH INSULATION.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE NOT ADHERED TO TUBE

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
INSTALL NEW BRICKS TO MATCH EXIST. LINE OF END DAM BEYOND FULL HEAD WEEPS @ 24" O.C. 26 GA. S.S. COUNTERFLASHING  RECEIVER SET IN FULL BED OF  TROWEL APPLIED SEALANT INSERT 24 GA. S.S. COUNTERFLASHING RECEIVER AND SCREW FASTEN AT 12" O.C.

AutoCAD SHX Text
FILL CAVITY w/ NEW RIGID INSUL. TO SUPPORT FLASHING

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
1" S.S. TERMINATION BAR w/ EXP ANCHORS @ 6" O.C. - POLY SEALANT FULL PERIMETER

AutoCAD SHX Text
EXISTING CMU AND BRICK VENEER WALL 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
COMPRESSIBLE EXP. JT. SUPPORT - 1.5x's LARGER THAN OPENING

AutoCAD SHX Text
COMPRESSIBLE INSUL. W/ RETAINER AND FASTENER

AutoCAD SHX Text
EXIST. BUILDING EXP. JOINT

AutoCAD SHX Text
SELF-ADHERING THRU-WALL FLASHING ON PRIMED SUBSTRATES

AutoCAD SHX Text
COORD. HGT. OF THRU-WALL WITH ADJACENT HEIGHTS AROUND CORNER OF WALL

AutoCAD SHX Text
INTERNAL ROOF GUTTER TO REMAIN - SECURE AND IN-FILL IN INSULATION BOAD

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. 

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - FIELD VERIFY HGT. w/ NEW INSULATION DEPTH

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD.

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X7" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x6 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
PRE-FIN. 24 GA. DRIP EDGE & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  FIELD VERIFY EXISTING CONDITIONS. FIELD VERIFY EXISTING CONDITIONS. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK. 4. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS. REFER TO DRAIN SCHEDULE FOR GUTTER & D.S. SIZES AT SIMILAR LOCATIONS. 5. CLOSE OFF DRAINS AND BACKFILL EXIST. INTERNAL GUTTER WITH INSULATION.CLOSE OFF DRAINS AND BACKFILL EXIST. INTERNAL GUTTER WITH INSULATION.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
START ALL GUTTER EDGES WITH 4 FT. "Y" TAPERED PANEL 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
NEW WD. FASCIA NAILER w/ PRE-FIN. METAL DRIP LEG FULL LENGTH

AutoCAD SHX Text
EXISTING METAL WALL PANEL SYSTEM AND FRAMING TO REMAIN

AutoCAD SHX Text
2x F.R.T. WD. BLKG. FOR FASCIA AND GUTTER ATTACHMENT - ALIGN WITH CAFE GUTTER DTL. A12/A3.7

AutoCAD SHX Text
INTERNAL ROOF GUTTER TO REMAIN - SECURE AND IN-FILL IN INSULATION BOAD



METAL END WALL @ GABLE PARAPET 

1 1/2" = 1'-0"22009-DETAILS

METAL WALL HIGH @ AUDITORIUM

1 1/2" = 1'-0"22009-DETAILS

METAL WALL LOW @ AUDITORIUM

1 1/2" = 1'-0"22009-DETAILS

METAL WALL LOW @ AUDITORIUM

1 1/2" = 1'-0"22009-DETAILS

CAFE ROOF @ RIDGE

1 1/2" = 1'-0"22009-DETAILS

CAFE SOFFIT @ COURTYARD WALL

1 1/2" = 1'-0"22009-DETAILS

CAFE ROOF @ LOWER ROOF

1 1/2" = 1'-0"22009-DETAILS

FURRDOWN AND CAFE SOFFIT

1 1/2" = 1'-0"22009-DETAILS

CAFE ROOF @ GUTTER

1 1/2" = 1'-0"22009-DETAILS

METAL END WALL @ ROOF LINE

1 1/2" = 1'-0"22009-DETAILS

GABLE ROOF GUTTER SIDE TIE-IN

1 1/2" = 1'-0"22009-DETAILS

CAFE ROOF @ CRICKET

1 1/2" = 1'-0"22009-DETAILS

ROOF DETAILS

A3.7

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

A4A1 A12A8

E5E1 E13E9

K1 K9K5 K13

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. 4.  DEMO EXISTING EIFS WALL SYSTEM AND SHEATHING ON WEST WALL AND COVER IN NEW  DEMO EXISTING EIFS WALL SYSTEM AND SHEATHING ON WEST WALL AND COVER IN NEW  METAL WALL PANEL SYSTEM TO BE WEATHERTIGHT.

AutoCAD SHX Text
EXISTING WALL FRAMING TO REMAIN

AutoCAD SHX Text
EXIST. ROOF FRAMING AND DECKING TO REMAIN

AutoCAD SHX Text
EXISTING INSULATION TO REMAIN

AutoCAD SHX Text
EXISTING STANDING SEAM METAL ROOF TO REMAIN

AutoCAD SHX Text
EXIST. METAL WALL SYSTEM, UNDERLAYMENT AND TRIMS TO REMAIN

AutoCAD SHX Text
EXIST. 2x F.R.T. WD. BLKG. TO REMAIN

AutoCAD SHX Text
EXISTING METAL COPING TO REMAIN - LIFT AS NEEDED TO INCORPORATE NEW WALL PANELS

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
NOTE:  :  1.  MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2.  PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. PARAPET WIDTHS AND HEIGHTS VARY - FIELD VERIFY EACH CONDITION. 3. INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.INSTALL EPDM WASHERS WHERE EXPOSED FASTENERS ARE REQ., ENCAP. IN CAULK.

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING STL. TRUSS AND JOIST

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
5" FLASHING SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C. - SEE ES-1 DETAILS

AutoCAD SHX Text
EXISTING HAT CHANNELS TO REMAIN - ADJUST OR ADD NEW AS NEEDED TO SUPPORT PANELS

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL AND FASTENER

AutoCAD SHX Text
SUPPORT PLATE AND FASTENER

AutoCAD SHX Text
EXISTING TECTUM DECKING ON STL. JOIST

AutoCAD SHX Text
MECH. FASTENED BASE SHEET 

AutoCAD SHX Text
EXISTING "Z" GIRT FRAMING TO REMAIN

AutoCAD SHX Text
REMOVE ALL OLD BATT INSULATION AND INSTALL NEW R-15 BATTS

AutoCAD SHX Text
INSTALL PAC-CLAD 12" WALL PANEL w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
EXISTING INTERIOR WALL PANEL TO REMAIN

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
EXISTING STL. TRUSS AND CHANNEL SUPPORT

AutoCAD SHX Text
EXISTING INTERIOR WALL PANEL TO REMAIN

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
RAISE EXISTING HAT CHANNEL ABOVE NEW PLYWOOD

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL AND FASTENER

AutoCAD SHX Text
SUPPORT PLATE AND FASTENER

AutoCAD SHX Text
EXISTING TECTUM DECKING ON STL. JOIST

AutoCAD SHX Text
MECH. FASTENED BASE SHEET 

AutoCAD SHX Text
EXISTING "Z" GIRT FRAMING TO REMAIN

AutoCAD SHX Text
REMOVE ALL OLD BATT INSULATION AND INSTALL NEW R-15 BATTS

AutoCAD SHX Text
INSTALL 12" PRE-FIN METAL WALL PANEL SYSTEM w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
PRE-FIN. 24 GA. METAL COUNTER FLASHING ATTACHED @ 12" O.C.

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
INSTALL F.R.T. PLYWOOD MIN. 12" UP WALL

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
EXISTING STL. TRUSS AND CHANNEL SUPPORT

AutoCAD SHX Text
EXISTING INTERIOR WALL PANEL TO REMAIN

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
RAISE EXISTING HAT CHANNEL ABOVE NEW PLYWOOD

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL AND FASTENER

AutoCAD SHX Text
SUPPORT PLATE AND FASTENER

AutoCAD SHX Text
EXISTING "Z" GIRT FRAMING TO REMAIN

AutoCAD SHX Text
REMOVE ALL OLD BATT INSULATION AND INSTALL NEW R-15 BATTS

AutoCAD SHX Text
INSTALL 12" PRE-FIN METAL WALL PANEL SYSTEM w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
PRE-FIN. 24 GA. METAL COUNTER FLASHING ATTACHED @ 12" O.C.

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
INSTALL F.R.T. PLYWOOD MIN. 12" UP WALL

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD.INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD.

AutoCAD SHX Text
1/2" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
STANDING SEAM METAL ROOF - UC-14

AutoCAD SHX Text
Z-CLOSURE SET IN DBL. BEADED BUTYL TAPE w/ SEALANT w/ FAST.

AutoCAD SHX Text
TURN UP LEG AND SEALANT

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP RIDGE UNDERLAYMENT

AutoCAD SHX Text
BUTYL SEALANT

AutoCAD SHX Text
PRE-FIN RIDGE CAP

AutoCAD SHX Text
MANUF. FIELD UNDERLAYMENT

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXIST. FRAMING STRUCTURE TO REMAIN

AutoCAD SHX Text
NEW NAILER AND FASTENER

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. 4. POWERWASH EXISTING METAL WALL PANELS TO REMAIN - REMOVE ALL BIRD NESTS AND INSECT HABITATS.POWERWASH EXISTING METAL WALL PANELS TO REMAIN - REMOVE ALL BIRD NESTS AND INSECT HABITATS.

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS 

AutoCAD SHX Text
EPDM FLASHING IN  BONDING ADHESIVE

AutoCAD SHX Text
5/8" FIRE-TREATED CDX PLYWD. SHEATHING

AutoCAD SHX Text
EXISTING WALL FRAMING TO REMAIN

AutoCAD SHX Text
DEMO ALL EXIST. PLYWOOD DECKING AND INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
STANDING SEAM METAL ROOF - UC-14

AutoCAD SHX Text
MANUF. FIELD UNDERLAYMENT

AutoCAD SHX Text
EAVE STARTER FLASHING WITH FASTENERS 8" 0.C. SET IN DOUBLE BEAD BUTYL TAPE

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP FASCIA UNDERLAYMENT

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
NEW WD. FASCIA NAILER w/ PRE-FIN. METAL DRIP LEG FULL LENGTH

AutoCAD SHX Text
DEMO ALL EXIST. PLYWOOD DECKING AND INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD DECKING

AutoCAD SHX Text
1/2" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
NEW WD. FASCIA NAILER w/ PRE-FIN. METAL DRIP LEG FULL LENGTH

AutoCAD SHX Text
24 GA. PRE-FIN METAL COUNTER FLASHING w/ CONT. BEAD OF SEALANT 

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
1/2" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
STANDING SEAM METAL ROOF - UC-14

AutoCAD SHX Text
MANUF. FIELD UNDERLAYMENT

AutoCAD SHX Text
EAVE STARTER FLASHING WITH FASTENERS 8" 0.C. SET IN DOUBLE BEAD BUTYL TAPE

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP FASCIA UNDERLAYMENT

AutoCAD SHX Text
NEW WD. FASCIA NAILER w/ PRE-FIN. METAL DRIP LEG FULL LENGTH

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS 

AutoCAD SHX Text
DEMO ALL EXIST. PLYWOOD DECKING AND INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD DECKING

AutoCAD SHX Text
PRE-FINISHED DRIP EDGE FLASHING, J-CHANNEL AND BACKERROD AND SEALANT IN GAP

AutoCAD SHX Text
INSTALL UC-500 SOFFIT PANEL PER MANUF. - COLOR TO MATCH WALL PANEL

AutoCAD SHX Text
EXISTING METAL WALL PANEL SYSTEM AND FRAMING TO REMAIN

AutoCAD SHX Text
EXISTING HAT CHANNELS TO REMAIN - ADJUST OR ADD NEW AS NEEDED TO SUPPORT SOFFIT

AutoCAD SHX Text
DEMO EXIST. EXTERIOR SOFFIT

AutoCAD SHX Text
EXIST. FRAMING STRUCTURE TO REMAIN

AutoCAD SHX Text
PRE-FIN. 24 GA. MTL. 7"X7" CONT. BOX GUTTER w/  GASKETED FAST. - SADDLE AND STRAPS 18" O.C. - w/ 4x5 D.S. AND SCREEN - REF. SCH. FOR SIM. LOCATIONS

AutoCAD SHX Text
REMOVE OLD SHEATHING AND INSTALL NEW 5/8" FIRE-TREATED CDX PLYWD. SHEATHING

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. 4. DEMO EXISTING EIFS WALL SYSTEM AND SHEATHING ON WEST WALL AND COVER IN NEW METAL WALL PANEL SYSTEM TO BE WEATHERTIGHT.

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL AND FASTENER

AutoCAD SHX Text
SUPPORT PLATE AND FAST.

AutoCAD SHX Text
1" RIGID INSULATION BOARD TO BACKFILL WALL

AutoCAD SHX Text
'Z' GIRT FRAMING - COORD. WITH INSULATION THICKNESS

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP WALL UNDERLAYMENT

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
2 BASE LAYERS  (R-25 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
EXISTING WALL FRAMING TO REMAIN

AutoCAD SHX Text
REMOVE OLD SHEATHING AND INSTALL NEW 5/8" FIRE-TREATED CDX PLYWD. SHEATHING

AutoCAD SHX Text
1" RIGID INSULATION BOARD TO BACKFILL WALL

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP WALL UNDERLAYMENT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE 

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL AND FASTENER

AutoCAD SHX Text
SUPPORT PLATE AND FASTENER

AutoCAD SHX Text
'Z' GIRT FRAMING - COORD. WITH INSULATION THICKNESS

AutoCAD SHX Text
INSTALL 12" PRE-FIN METAL WALL PANEL SYSTEM w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
INSTALL 12" PRE-FIN METAL WALL PANEL SYSTEM w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL AND CONT. SEALANT

AutoCAD SHX Text
EXIST. STRUCTURAL MEMBERS TO REMAIN

AutoCAD SHX Text
EXIST. FRAMING MEMBERS TO REMAIN

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL

AutoCAD SHX Text
INSTALL UC-500 SOFFIT PANEL PER MANUF. - COLOR TO MATCH WALL PANEL

AutoCAD SHX Text
EXISTING METAL WALL PANEL SYSTEM AND FRAMING TO REMAIN

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. 4. CLEAN EXISTING METAL WALL PANELS TO REMAIN - REMOVE ALL BIRD NESTS AND INSECT HABITATS. CLEAN EXISTING METAL WALL PANELS TO REMAIN - REMOVE ALL BIRD NESTS AND INSECT HABITATS. 5. REMOVE ALL EXTERIOR GYB. BD. SHEATHING AND SOFFIT AND PREP FOR NEW METAL WALL AND SOFFIT PANELS.REMOVE ALL EXTERIOR GYB. BD. SHEATHING AND SOFFIT AND PREP FOR NEW METAL WALL AND SOFFIT PANELS.

AutoCAD SHX Text
EXISTING HAT CHANNELS TO REMAIN - ADJUST OR ADD NEW AS NEEDED TO SUPPORT SOFFIT

AutoCAD SHX Text
DEMO EXIST. EXTERIOR SOFFIT

AutoCAD SHX Text
BACKERROD AND SEALANT B/W PANELS IN FILL IN GAPS

AutoCAD SHX Text
INSTALL NEW SILL DRIP FLASHING TO BOTH SIDES AND WRAP BOTTOM OF FURRING IN METAL 

AutoCAD SHX Text
DEMO EXIST. SHEATHING AND SOFFIT - INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD SHEATHING

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL

AutoCAD SHX Text
INSTALL UC-500 SOFFIT PANEL PER MANUF. - COLOR TO MATCH WALL PANEL

AutoCAD SHX Text
INSTALL 12" PRE-FIN METAL WALL PANEL SYSTEM w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
NOTE: EXISTING LIGHTING : EXISTING LIGHTING TO REMAIN - PROVIDE NEW ESCUTCHEONS AND TRIM WHERE NEEDED

AutoCAD SHX Text
COURTYARD SIDE

AutoCAD SHX Text
EXIST. FRAMING MEMBERS TO REMAIN

AutoCAD SHX Text
PRE-FINISHED J-CHANNEL

AutoCAD SHX Text
INSTALL UC-500 SOFFIT PANEL PER MANUF. - COLOR TO MATCH WALL PANEL

AutoCAD SHX Text
EXISTING HAT CHANNELS TO REMAIN - ADJUST OR ADD NEW AS NEEDED TO SUPPORT SOFFIT

AutoCAD SHX Text
DEMO EXIST. EXTERIOR SOFFIT

AutoCAD SHX Text
BACKERROD AND SEALANT B/W PANELS IN FILL IN GAPS

AutoCAD SHX Text
INSTALL NEW WINDOW HEAD DRIP FLASHING AND SPACERS  

AutoCAD SHX Text
DEMO EXIST. SHEATHING AND SOFFIT - INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD SHEATHING

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD. 4. CLEAN EXISTING METAL WALL PANELS TO REMAIN - REMOVE ALL BIRD NESTS AND INSECT HABITATS. CLEAN EXISTING METAL WALL PANELS TO REMAIN - REMOVE ALL BIRD NESTS AND INSECT HABITATS. 5. REMOVE ALL EXTERIOR GYB. BD. SHEATHING AND SOFFIT AND PREP FOR NEW METAL WALL AND SOFFIT PANELS.REMOVE ALL EXTERIOR GYB. BD. SHEATHING AND SOFFIT AND PREP FOR NEW METAL WALL AND SOFFIT PANELS.

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP WALL UNDERLAYMENT

AutoCAD SHX Text
INSTALL 12" PRE-FIN METAL WALL PANEL SYSTEM w/ ONE PENCIL RIB PER MANUF. 

AutoCAD SHX Text
REMOVE AND REPLACE BACKERROD AND SEALANT AT WINDOW HEAD

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
1/2" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
EXISTING STANDING SEAM METAL ROOF SYSTEM TO REMAIN

AutoCAD SHX Text
EXIST. (2) PLYWD. DECKING TO REMAIN

AutoCAD SHX Text
EXISTING GUTTER AND DOWNSPOUT TO REMAIN

AutoCAD SHX Text
INSULATION SYSTEM TO REMAIN 

AutoCAD SHX Text
EXISTING METAL FLASHING AND SEALANT - LIFT AND INSTALL

AutoCAD SHX Text
EPDM FLASHING IN  BONDING ADHESIVE UP WALL

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
EXISTING SHEATHING TO REMAIN

AutoCAD SHX Text
EXISTING WALL FRAMING TO REMAIN

AutoCAD SHX Text
2 BASE LAYERS  (R-25 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
EXISTING MT.  DECK & STL. JOIST

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE 

AutoCAD SHX Text
NOTE: EXISTING LIGHTING : EXISTING LIGHTING TO REMAIN - PROVIDE NEW ESCUTCHEONS AND TRIM WHERE NEEDED

AutoCAD SHX Text
1/2" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS 

AutoCAD SHX Text
DEMO ALL EXIST. PLYWOOD DECKING AND INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD DECKING

AutoCAD SHX Text
EXIST. FRAMING STRUCTURE TO REMAIN

AutoCAD SHX Text
STANDING SEAM METAL ROOF - UC-14

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP  UNDERLAYMENT

AutoCAD SHX Text
CONT. CLEAT SET IN BUTYLE TAPE WITH FASTENERS 8" O.C. MAX.

AutoCAD SHX Text
SEPARATION PLATE MEMBRANE AND UNDERPAYMENT MUST NOT CONTACT

AutoCAD SHX Text
FASTERNED AND METAL PLATE @ 12" O.C. MAX. w/ QUICKSEAM STRIP IN BONDING ADHESIVE

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE 

AutoCAD SHX Text
SEE DETAIL A9/A3.3  FOR TYPICAL ROOF  EDGE NOTES

AutoCAD SHX Text
INTERNAL ROOF GUTTER TO REMAIN - SECURE AND IN-FILL IN INSULATION BOAD

AutoCAD SHX Text
INFILL SLOPE WITH INVERSE TAPER LEVEL  THEN INSTALL  " TAPER 14" TAPER CRICKET TO DRAIN



DOGHOUSE @ SIDEWALL

1 1/2" = 1'-0"22009-DETAILS

DOGHOUSE @ SLOPE ROOF

1 1/2" = 1'-0"22009-DETAILS

DOGHOUSE @ LOW ROOF

1 1/2" = 1'-0"22009-DETAILS

ELEVATIONSECTIONSECTION

SILL

MULLION

HEAD

JAMB

ROOF DETAILS

A3.8

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

A1 A9

K1 K9K5

ALT #2ALUMINUM ROOF LADDER

1/2" = 1'-0"22009-DETAILS

METAL WALL LADDER

1/2" = 1'-0"22009-DETAILS

ALT #1WINDOW TYPE ELEVATION

1/2" = 1'-0"22009-DETAILS

ALT #1WINDOW DETAILS

1-1/2" = 1'-0"22009-DETAILS

A13

F9

GLAZING TYPES

GLAZING NOTES

TEMPERING NOTES

AutoCAD SHX Text
FIELD VERIFY

AutoCAD SHX Text
MODIFIED J-CHANNEL FILLED WITH SEALANT AND FASTENERS 8" O.C.

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS 

AutoCAD SHX Text
MANUF.  FIELD  UNDER- LAYMENT

AutoCAD SHX Text
MANUF. LISTED HIGH-TEMP SIDE-WALL UNDERLAYMENT

AutoCAD SHX Text
STANDING SEAM METAL ROOF - UC-14

AutoCAD SHX Text
PRE-FIN. SIDEWALL FLASH. w/ FASTENERS 8" O.C.

AutoCAD SHX Text
EXIST. PLYWD. SHEATHING AND WALL FURRING TO REMAIN

AutoCAD SHX Text
EXISTING WALL PANELS TO REMAIN 

AutoCAD SHX Text
NOTE:  :  1.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  REFER TO MANUFACTURERS WEBSITE FOR MOST CURRENT INFORMATION AND COMPATIBLE FASTENERS.  2. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. WOOD NAILERS MUST BE INSTALLED TO MEET APPLICABLE BUILDING CODES. 3. INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD.INSTALL MANUF. APPROVED UNDERLAYMENT AND HIGH-TEMP ICE AND WATER SHIELD.

AutoCAD SHX Text
CUT WALL PANELS TO RAISE OFF NEW ROOFING LEVEL - ADD NEW DRIP TRIM

AutoCAD SHX Text
NEW RIGID INSULATION BOARD ON BACKSIDE OF WALL

AutoCAD SHX Text
DEMO ALL EXIST. PLYWOOD DECKING AND INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
EXIST STL. CHANNEL AND STUD FRAMING TO REMAIN 

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP & CONT. 22 GA. CLEAT - SEE DETAILS

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE TURN DOWN 2" PAST WD. AND LAP OVER SIDE LAYER

AutoCAD SHX Text
FLASHING ON 5" FLASH. SET IN PRIMER AND CONT. BEAD OF LAP SEALANT

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. ON 2x F.R.T. WD. BLKG. 2x F.R.T. WD. BLKG. ATTACH TO DECK 12" O.C.  

AutoCAD SHX Text
1/2" FIRE-TRTD CDX PLYWOOD NAILER

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
SLOPE TO DRAIN

AutoCAD SHX Text
2 BASE LAYERS  (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS 

AutoCAD SHX Text
STANDING SEAM METAL ROOF - UC-14

AutoCAD SHX Text
DEMO ALL EXIST. PLYWOOD DECKING AND INSTALL NEW 3/4" FIRE-TREATED CDX PLYWOOD DECKING

AutoCAD SHX Text
1/2" FIRE-TREATED CDX PLYWOOD NAILER

AutoCAD SHX Text
MANUF. FIELD UNDERLAYMENT

AutoCAD SHX Text
CONTINUOUS CLEAT SET IN BUTYL TAPE

AutoCAD SHX Text
APPROVED FASTENER AT 8" O.C. MAX.

AutoCAD SHX Text
SEPERATION PLATE - NOTE:  EPDM & UNDERLAYMENT MUST NOT COME IN CONTACT

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
REFER TO A1/A3.3 AND K9/A3.8 FOR LOW EDGE AND DOGHOUSE WALL NOTES

AutoCAD SHX Text
FASTENER w/ MTL. PLATE @ 12" O.C. INTO SUBSTRATE  

AutoCAD SHX Text
EXIST STL. BEAMS AND STUD FRAMING TO REMAIN 

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
EPDM FLASHING IN  BONDING ADHESIVE

AutoCAD SHX Text
EXISTING SHEATHING TO REMAIN

AutoCAD SHX Text
EXISTING WALL FRAMING TO REMAIN

AutoCAD SHX Text
1" S.S. TERMINATION BAR W/ EXP ANCHORS @ 6" O.C. - WATER CUT-OFF MASTIC B/W FLASHING AND WALL

AutoCAD SHX Text
24 GA. PRE-FIN METAL COUNTER FLASHING w/ CONT. BEAD OF SEALANT 

AutoCAD SHX Text
CONT. BEAD OF SEALANT

AutoCAD SHX Text
2 BASE LAYERS (R-30 MIN.) OF POLYISO. INSUL. STAGGER JOINTS - TYP.

AutoCAD SHX Text
6" SPLICE JOINT & LAP SEALANT

AutoCAD SHX Text
TURN BASE SHEET UP WALL AND FASTEN w/ MTL. PLATE @ 12" O.C. 

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE SET IN BONDING ADHESIVE

AutoCAD SHX Text
DECK EDGE EPDM AIR BARRIER & FOAM FILLER 

AutoCAD SHX Text
PRE-FINISHED DRIP EDGE FLASHING, J-CHANNEL

AutoCAD SHX Text
EXISTING METAL WALL PANEL SYSTEM AND FRAMING TO REMAIN

AutoCAD SHX Text
CLEAR

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
NOTE:  FOLLOW ALL OSHA REGULATIONS AND REQUIREMENTS FOR FIXED LADDERS UNDER 24' 

AutoCAD SHX Text
#6 REBAR RUNGS @ 12"O.C.

AutoCAD SHX Text
EXISTING MASONRY WALL

AutoCAD SHX Text
MEMBRANE WILL WRAP PARAPET - SEE DETAILS

AutoCAD SHX Text
(2) C4x5.4 VERT. STRINGERS - RADIUS TOP EDGE

AutoCAD SHX Text
3"x1/4" BAR, L SHAPED - FASTEN w/ SIMPSON STRONG-TIE  " DIA. 38" DIA. TITEN HD SCREW ANCHOR - SEAL AGAINST MEMBRANE

AutoCAD SHX Text
EXISTING ROOF LADDER TO REMAIN

AutoCAD SHX Text
T.O. BLOCK

AutoCAD SHX Text
FIELD VERIFY ACTUAL PARAPET HEIGHT AFTER NEW INSULATION & ROOFING SYSTEM INSTALLED

AutoCAD SHX Text
TOP OF ROOF LINE

AutoCAD SHX Text
TOP OF ROOF LINE

AutoCAD SHX Text
TYP.

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
PAINT LADDER TO MATCH EDGE METAL - COLOR BY ARCHITECT

AutoCAD SHX Text
PROVIDE ENGINEERED  DESIGNED SHOP DRAWINGS FOR REVIEW PRIOR TO FABRICATION

AutoCAD SHX Text
NOTE:  FOLLOW ALL OSHA REGULATIONS AND REQUIREMENTS FOR FIXED LADDERS UNDER 24' 

AutoCAD SHX Text
FIELD VERIFY ACTUAL ROOF HEIGHTS, ROOF SLOPE AND FIELD CONDITIONS AFTER NEW INSULATION & ROOFING SYSTEM INSTALLED

AutoCAD SHX Text
TOP OF ROOF LINE

AutoCAD SHX Text
TOP OF ROOF LINE

AutoCAD SHX Text
TOP OF ROOF LINE

AutoCAD SHX Text
FINISH COLOR TO MATCH EDGE METAL - SELECT BY ARCHITECT

AutoCAD SHX Text
PROVIDE ENGINEER  DESIGNED SHOP DRAWINGS FOR REVIEW PRIOR TO FABRICATION.  PROVIDE APPROPRIATE GASKETS FOR FASTENING DISSIMILAR MATERIALS AND GALVANIC CORROSION.

AutoCAD SHX Text
METAL ROOF AND UPPER MEMBRANE ROOF ARE UNDER WARRANTY.  COORDINATE WITH JESSIE BRYANT ROOFING FOR ALL WARRANTY ISSUES

AutoCAD SHX Text
10

AutoCAD SHX Text
12

AutoCAD SHX Text
ASSUMED FIELD VERIFY

AutoCAD SHX Text
3-1/4" ALUM. THERMAL FRAME

AutoCAD SHX Text
EXIST. M.O. FIELD VERIFY

AutoCAD SHX Text
EXIST. M.O. FIELD VERIFY

AutoCAD SHX Text
FIXED ALUMINUM "STEEL REPLICA" WINDOWS

AutoCAD SHX Text
APPLIED TRIPLE GRID w/ FLAT STOCK INTERIOR

AutoCAD SHX Text
1" TINTED GLASS

AutoCAD SHX Text
ITT

AutoCAD SHX Text
XXXXXX

AutoCAD SHX Text
EXIST. BRICK VENEER

AutoCAD SHX Text
NEW SILL PAN w/ WEEP & END DAMNS

AutoCAD SHX Text
NEW ALUM. CURTAIN WALL SYSTEM - ALIGN FACE w/ ORIG. SYSTEM

AutoCAD SHX Text
EXIST. STONE SILL

AutoCAD SHX Text
EXIST. BRICK BEYOND

AutoCAD SHX Text
NEW BACKER ROD & SEALANT - FULL PERIMETER BOTH SIDES

AutoCAD SHX Text
NEW WOOD SHIM

AutoCAD SHX Text
EXIST. CONC. BLOCK

AutoCAD SHX Text
CONC. BLOCK BEYOND - PATCH, SAND & PAINT AFTER REMOVAL OF OLD WINDOWS - ALL FACES

AutoCAD SHX Text
NEW ROOFING SYSTEM

AutoCAD SHX Text
FASTEN AND SEALANT PER MANF.

AutoCAD SHX Text
NEW ALUM. CURTAIN WALL SYSTEM - APPLIED GRID 

AutoCAD SHX Text
FLAT STOCK INTERIOR

AutoCAD SHX Text
EXIST. BRICK BEYOND

AutoCAD SHX Text
NEW ALUM. CURTAIN WALL SYSTEM - ALIGN FACE w/ ORIG. SYSTEM

AutoCAD SHX Text
EXIST. BRICK VENEER AND LINTEL TO REMAIN

AutoCAD SHX Text
CONC. BLOCK BEYOND - PATCH, SAND & PAINT AFTER REMOVAL OF OLD WINDOWS - ALL FACES

AutoCAD SHX Text
FASTEN AND SEALANT PER MANF.

AutoCAD SHX Text
NEW BACKER ROD & SEALANT - FULL PERIMETER BOTH SIDES

AutoCAD SHX Text
NEW WOOD SHIM

AutoCAD SHX Text
EXIST. CONC. BLOCK LINTEL

AutoCAD SHX Text
NEW ALUM. CURTAIN WALL SYSTEM - ALIGN FACE w/ ORIG. SYSTEM

AutoCAD SHX Text
EXIST. BRICK VENEER AND LINTEL TO REMAIN

AutoCAD SHX Text
NEW WOOD SHIM

AutoCAD SHX Text
EXIST. STONE SILL

AutoCAD SHX Text
CONC. BLOCK SILL BEYOND - PATCH, SAND & PAINT AFTER REMOVAL OF OLD WINDOWS - ALL FACES

AutoCAD SHX Text
FASTEN AND SEALANT PER MANF.

AutoCAD SHX Text
NEW BACKER ROD & SEALANT - FULL PERIMETER BOTH SIDES

AutoCAD SHX Text
EXIST. CONC. BLOCK 

AutoCAD SHX Text
A. B. C. D. E.

AutoCAD SHX Text
1/4" CLEAR 

AutoCAD SHX Text
1/4" CLEAR TEMPERED 

AutoCAD SHX Text
C

AutoCAD SHX Text
T

AutoCAD SHX Text
ALL WINDOWS LOCATED WITHIN 24" HORIZONTALLY OF DOOR AND LESS THE 60" A.F.F. ALL WINDOWS WITH NET GLAZING AREA GREATER THAN 9 S.F. AND LESS THAN 18" A.F.F., UNLESS INTERRUPTED BY STRUCTURAL HORIZONTAL MEMBER FROM 34"-38" A.F.F. IN ALL TUB AND SHOWER ENCLOSURES. IN ANY WINDOW LOCATED IN AN ENCLOSED STAIRWAY LANDING AND/OR AND WINDOW LOCATED WITHIN 60" OF THE TOP OR BOTTOM OF A STAIRWAY IF THE BOTTOM OF THE GLAZING IS LESS THAN 60" A.F.F. IN ALL DOORS.

AutoCAD SHX Text
PROVIDE TEMPERED GLASS IN THE FOLLOWING LOCATIONS:

AutoCAD SHX Text
1" INSULATED / TEMPERED / TINTED

AutoCAD SHX Text
ITT

AutoCAD SHX Text
(EXTERIOR LITE TINTED)

AutoCAD SHX Text
1. 2.  

AutoCAD SHX Text
ALL DIMENSION ARE ROUGH OPENING SIZES. CONTRACTOR SHALL VERIFY ALL ROUGH OPENINGS, BRICK PATTERNING AND FINISH FLOOR LEVELS PRIOR TO FABRICATION.



DRAIN TO WALKPAD

1 1/2" = 1'-0"22009-DETAILS

SECTIONELEVATION

STANDARD DRIP EDGE METAL

FORMED GRAVEL STOP FASCIA

COLLECTOR HEAD DETAILS

1 1/2" = 1'-0"22009-DETAILS

METAL EDGE DETAILS

3" = 1'-0"22009-DETAILS

METAL EDGE DETAILS

3" = 1'-0"22009-DETAILS

DRAIN TO EXISTING STORM DRAIN

1 1/2" = 1'-0"22009-DETAILS

DRAIN TO EXISTING WALKWAY

1 1/2" = 1'-0"22009-DETAILS

DRAIN TO NEW SPLASH BLOCK

1 1/2" = 1'-0"22009-DETAILS

GRAVEL EDGE TRIM w/ LAPS

N.T.S.22009-DETAILS

22009-DETAILS N.T.S.

METAL EDGE FASTENER PATTERN

NEW PIPE BOOT

1 1/2" = 1'-0"22009-DETAILS

CONCRETE WHEEL STOP

1 1/2" = 1'-0"22009-DETAILS

TYPICAL VERTICAL FLASHING TERMINATION

N.T.S.22009-DETAILS

ROOF DETAILS

A3.9

M

L

K

J

H

G

F

E

D

C

B

A

3 2 1 1514131211109 8 7 6 5 4 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

N

© 2 0 2 4  b r a g a n z a  d e s i g n / G R O U P  A r c h i t e c t s .
D rawings ,  wr i t ten  mate r ia l ,  and des ign  concepts
shal l  not be used or reproduced in whole or part
in any form or format without prior written consent of
Braganza Associates, P.C.  Do not scale drawings.  Use
given dimensions only.   I f not shown, verify correct
dimensions with the Architect.  Contractor shall check and
ver i fy  a l l  d imens ion s  and  cond i t i on s  a t  job s i t e .

16

16

braganza design/GROUP
architecture  .  planning  .  interiors

1 8 6 1  m a d i s o n  a v e n u e

m e m p h i s ,  t e n n e s s e e  3 8 1 0 4

( p ) 9 0 1 . 4 5 8 . 7 6 0 0   ( f ) 9 0 1 . 4 5 8 . 6 6 3 3

Drawing Name

Seal

Project Name

Issues and Revisions

Roof Replacement

Schematic Design12.20.2301

Project No. Date

Bolton High

22009 05.30.24

School

7323 Brunswick Rd

Arlington, Tennessee 38002

05.30.24

TFM:  02447, 02447-A
MSCS:  2023-0607

Package 2

Design Development03.28.2402

Construction Documents05.30.2403

A10

E10

J10

L10

A7A4A1

E1 E5

J6J1

A14

AutoCAD SHX Text
ALIGN EPDM WALKPADS UNDER ALL D.S. SPILLING ONTO ROOFTOPS

AutoCAD SHX Text
INSTALL NEW 24 GA. GALV. PRE-FIN. ALUM. DOWNSPOUT w/ HANGERS AT 10'-0" O.C. MAX. - REF. SCHED. FOR SIZE AND TYPE

AutoCAD SHX Text
OPEN ELBOW TO SPILL  

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE 

AutoCAD SHX Text
NOTE:   :   1.  REFER TO HEAD WALL DETAILS FOR SPECIFIC REFER TO HEAD WALL DETAILS FOR SPECIFIC ROOFING DETAILS FOR TERMINATION AND FLASHING. 2. HIGH WALLS VARY - FIELD VERIFY.HIGH WALLS VARY - FIELD VERIFY.

AutoCAD SHX Text
NOTE:  ALL EXPOSED GALV. METAL SHALL BE PRE-FINSHED BY MANUFACTURER

AutoCAD SHX Text
24 GA. GALV.  DOWNSPOUTS WITH 18 GA. HANGERS AT 10' O.C. MAX. - REF. DRAIN SCHEDULE FOR SIZE

AutoCAD SHX Text
24 GA. GALV. CONDUCTOR HEAD 

AutoCAD SHX Text
GALV. METAL FACE PLATE INSTALLED OVER SUPPER SLEEVE PINNED & SEALED TO EXIST. WALL

AutoCAD SHX Text
TOP HEM FILLED WITH CAULK, SEAL ALL SIDES

AutoCAD SHX Text
24 GA. GALV. METAL SCUPPER SLEEVE w/ BOTTOM DRIP (EXIST. SIZE VARIES)

AutoCAD SHX Text
RING SHANK NAILS @ 3" O.C. STAGGERED

AutoCAD SHX Text
CONT. 22 GA. CLEAT, FASTEN WITH RING NAILS @ 6" O.C.  SHANK

AutoCAD SHX Text
CONTINUOUSLY CRIMP

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP EDGE METAL

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
RING SHANK NAILS @ 3" O.C. STAGGERED

AutoCAD SHX Text
PRE-FIN. 24 GA. GRAVEL STOP EDGE METAL

AutoCAD SHX Text
CONT. 22 GA. CLEAT, FASTEN WITH RING NAILS @ 6" O.C.  SHANK

AutoCAD SHX Text
CONTINUOUSLY CRIMP

AutoCAD SHX Text
NOTE: 1.   MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. MEET FM 1-90 AND ANSI/SPRI/FM 4435/ES-1. 2. REF. TO SPECIFIC PARAPET LOCATIONS FOR ADDITIONAL NOTES. REF. TO SPECIFIC PARAPET LOCATIONS FOR ADDITIONAL NOTES. 3. REFER TO FM 1-49 FOR THE PROPER ATTACHMENT OF WOOD BLOCKING.REFER TO FM 1-49 FOR THE PROPER ATTACHMENT OF WOOD BLOCKING.

AutoCAD SHX Text
INSTALL NEW 24 GA. GALV. PRE-FIN. ALUM. DOWNSPOUTS w/ HANGERS AT 10'-0" O.C. MAX. - REF. SCHEDULE FOR SIZES

AutoCAD SHX Text
RE-CONNECT NEW DOWNSPOUTS TO EXIST.  BOOTS 

AutoCAD SHX Text
OPEN ELBOW TO SPILL  

AutoCAD SHX Text
INSTALL NEW 24 GA. GALV. PRE-FIN. ALUM. DOWNSPOUTS w/ HANGERS AT 10'-0" O.C. MAX. - REF. SCHEDULE FOR SIZES

AutoCAD SHX Text
INSTALL NEW 24 GA. GALV. PRE-FIN. ALUM. DOWNSPOUTS w/ HANGERS AT 10'-0" O.C. MAX. - REF. SCHEDULE FOR SIZES

AutoCAD SHX Text
NEW 5000 PSI CONC. SPLASH BLOCK

AutoCAD SHX Text
REGRADE TO SLOPE AWAY FROM BUILDING

AutoCAD SHX Text
OPEN ELBOW TO SPILL  

AutoCAD SHX Text
NOTE:  BACK-FILL EXISTING GRADE THAT HAS WASHED AWAY PRIOR TO PLACING SPLASH BLOCKS

AutoCAD SHX Text
EXISTING CONCRETE WALKWAY  

AutoCAD SHX Text
EXISTING GRADE OR - TRENCH

AutoCAD SHX Text
**SEE TYPICAL ROOFING NOTES**

AutoCAD SHX Text
ASPHALT PAVEMENT

AutoCAD SHX Text
`RECESS 1" AND GROUT FLUSH W/ TOP

AutoCAD SHX Text
SOIL CEMENT BASE

AutoCAD SHX Text
#5 BAR 18" LONG - SET IN 18" FROM EACH END

AutoCAD SHX Text
CONC. WHEEL STOP

AutoCAD SHX Text
(2) #4 BARS 5'-8" LONG 

AutoCAD SHX Text
METAL EDGE TRIM

AutoCAD SHX Text
F.R.T. WOOD BLOCKING 

AutoCAD SHX Text
METAL EDGE TRIM

AutoCAD SHX Text
LAP SEALANT

AutoCAD SHX Text
9" MEMBRANE FLASHING

AutoCAD SHX Text
SEALANT AT TOP OF CANT FLASHING AT SEAM

AutoCAD SHX Text
LAP SEALANT

AutoCAD SHX Text
WOOD BLOCKING  6" MEMBRANE FLASHING  ROOFING MEMBRANE

AutoCAD SHX Text
A

AutoCAD SHX Text
2.

AutoCAD SHX Text
5.

AutoCAD SHX Text
3.

AutoCAD SHX Text
1.

AutoCAD SHX Text
4.

AutoCAD SHX Text
6.

AutoCAD SHX Text
VERTICAL WALL SUBSTRATE

AutoCAD SHX Text
SECTION A

AutoCAD SHX Text
3.  FASTENER 6" O.C.

AutoCAD SHX Text
1.	ADHERED ADHERED SINGLE-PLY EPDM ROOF/WALL MEMBRANE

AutoCAD SHX Text
2.	SELF-ADHERING SELF-ADHERING EPDM COVER STRIP / FLASHING

AutoCAD SHX Text
4.  WATER CUT-OFF SEALANT

AutoCAD SHX Text
5. 	PRE-FIN. METAL PRE-FIN. METAL TERMINATION TRIM FASTENED @ 6" O.C.

AutoCAD SHX Text
6.  TOOLED BEAD OF SEALANT

AutoCAD SHX Text
FASTENERS STAGGERED 6" O.C. AND 1-1/2" FROM OUTER EDGE

AutoCAD SHX Text
NOTE: 1.   WHEN TERMINATION OCCURS AT WHEN TERMINATION OCCURS AT BRICK WALL CORNER,  HOLD BACK MIN. 3" FROM EDGE.

AutoCAD SHX Text
FROM BLDG. FASCIA

AutoCAD SHX Text
PLAN - N.T.S.

AutoCAD SHX Text
NOTE: 1.   MEET ANSI/SPRI/FM 4435/ES-1. MEET ANSI/SPRI/FM 4435/ES-1. 2. ALL COPINGS SHALL SLOPE TO ENSURE POSITIVE DRAINAGE TO ROOF SURFACE. ALL COPINGS SHALL SLOPE TO ENSURE POSITIVE DRAINAGE TO ROOF SURFACE. 3. VERIFY ALL COPING DIMENSIONS FOR SPECIFIC LOCATIONS AND WITH EXISTING CONDITIONS.  IT IS THE INTENT FOR THE VERIFY ALL COPING DIMENSIONS FOR SPECIFIC LOCATIONS AND WITH EXISTING CONDITIONS.  IT IS THE INTENT FOR THE NEW COPINGS TO COVER PARAPET MATERIALS TO PROVIDE WEATHERTIGHT COVERAGE AND ALSO ALIGN WITH ANY EXISTING COPING THAT IS TO REMAIN. 4. REFER TO FM 1-49 FOR THE PROPER ATTACHMENT OF WOOD BLOCKING.  ATTACH @ 250#/' @ PERIMETER AND 300#/' REFER TO FM 1-49 FOR THE PROPER ATTACHMENT OF WOOD BLOCKING.  ATTACH @ 250#/' @ PERIMETER AND 300#/' CORNERS - FASTENERS PER FM 1-49, COUNTERSINK AND INSURE ADEQUATE WOOD SUPPORT REMAINS BELOW. 5. METAL COPING FACE AND REAR PANEL LENGTHS SHALL MEET MINS. AND MAX.  PROVIDE REQUIRED 3/8" REAR PANEL METAL COPING FACE AND REAR PANEL LENGTHS SHALL MEET MINS. AND MAX.  PROVIDE REQUIRED 3/8" REAR PANEL ALLOWANCE FOR WALL VARIATION.

AutoCAD SHX Text
SLOPE TO REAR

AutoCAD SHX Text
ALLOWANCE FOR WALL VARIATION

AutoCAD SHX Text
OR MATCH ADJ.

AutoCAD SHX Text
ADJ. PER BLOCKING

AutoCAD SHX Text
ADJ. PER BLOCKING

AutoCAD SHX Text
STANDING SEAM SEALS

AutoCAD SHX Text
22 GA. CONT. CLEAT FASTEN TO SUBSTRATE

AutoCAD SHX Text
PRE-FIN 24 GA. COPING

AutoCAD SHX Text
2x'S F.R.T. WD. BLOCKING ATTACH @ 250#/' @ PERIMETER AND 300#/' CORNERS - FASTENERS PER FM 1-49, COUNTERSINK AND INSURE ADEQUATE WOOD SUPPORT REMAINS BELOW

AutoCAD SHX Text
22 GA. CONT. CLEAT FASTEN TO SUBSTRATE

AutoCAD SHX Text
60 MIL. EPDM MEMBRANE IN BONDING ADHESIVE LAP OVER PARAPET 2" PAST WD.

AutoCAD SHX Text
1  " SS NAIL W/ BUTYL 12" SS NAIL W/ BUTYL SEALING TAPE

AutoCAD SHX Text
NOTE: OPENING SIZES IN MASONRY WALL WILL VARY

AutoCAD SHX Text
METAL SCREEN GUARDS 

AutoCAD SHX Text
NOTE: OPENING SIZES IN MASONRY WALL WILL VARY

AutoCAD SHX Text
INSTALL NEW 24 GA. GALV. PRE-FIN. ALUM. DOWNSPOUTS w/ HANGERS AT 10'-0" O.C. MAX. - REF. SCHEDULE FOR SIZES

AutoCAD SHX Text
NEW CAST IRON PIPE  BOOT - PAINT 

AutoCAD SHX Text
EXISTING CONCRETE WALKWAY  


	Sheets and Views
	22009_A0-A0.0
	22009_A0-A0.1
	22009_A2-A2.0
	22009_A2-A2.1
	22009_A2-A2.2
	22009_A2-A2.3
	22009_A2-A2.4
	22009_A2-A2.5
	22009_A2-A2.6
	22009_A2-A2.7
	22009_A2-A2.8
	22009_A2-A2.9
	22009_A2-A2.10
	22009_A2-A2.11
	22009_A2-A2.12
	22009_A3-A3.1
	22009_A3-A3.2
	22009_A3-A3.3
	22009_A3-A3.4
	22009_A3-A3.5
	22009_A3-A3.6
	22009_A3-A3.7
	22009_A3-A3.8
	22009_A3-A3.9


